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INTRODUCTION
1.1 This standard tender document for procurement of works has been prepared for use by procuring entities in
Kenya in the procurement of works (i.e Electrical and Mechanical Works – Including Erection on Site)
1.2

The following guidelines should be observed when using the document: -

(a)

Specific details should be furnished in the tender notice and in the special conditions of contract (where
applicable). The tender document issued to tenderers should not have blank spaces or options.

(b)

The instructions to tenderers and the General Conditions of Contract should remain unchanged. Any
necessary amendments to these parts should be made through Appendix to instructions to tenderers and
special conditions of contract respectively.

1.3

(a)

(b)

Information contained in the invitation to tender shall conform to the data and information in the
tender documents to enable prospective tenderers to decide whether or not to participate in the
tender and shall indicate any important tender requirements
The invitation to tender shall be as an advertisement in accordance with the regulations or a letter
of invitation addressed to tenderers who have been prequalified following a request for
prequalification.

1.4This document is based on PART 1 of the third Edition of the International Federation of Consulting Engineers
(Federation Internationale des Ingenieurs Con Seils – FIDIC) Conditions of Contract for Electrical and
Mechanical Works, 1987 (reprinted May 1988 with Editorial Amendments).
1.5The cover of the tender document should be modified to include:i.Tender number.
ii.Tender name.
iii. Name of procuring entity.
iv. Delete name and address of PPOA

SECTION I

INVITATION FOR TENDERS
DATE 9th April, 2019
Tender reference No. CGN/HEALTH/263/20158-2019
Tender Name (Proposed Construction of Naromoru Level 4 Hospital (Electrical Works)

1.1

The (Department of Health Services-Nyeri County) invites sealed tenders for the construction of
(Proposed Construction of Naromoru Level 4 Hospital -( Electrical Works)

1.2

Interested eligible candidates may obtain further information and inspect tender documents at the
County Procurement Office, ground floor, Nyeri County Government Offices during normal
working hours i.e. 8am-5pm

1.3

A complete set of tender documents may be obtained by interested candidates by download at the
Nyeri County Government website, www.nyeri.go.ke , and/or the IFMIS tender portal:
www.supplier.treasury.go.ke free of charge

1.4

Prices quoted should be net inclusive of all taxes and must be in Kenya Shillings and shall remain
valid for One Hundred and Twenty (120) days from the closing date of tender.

1.5

Completed tender documents are to be enclosed in plain sealed envelopes (original and copy)
marked with tender name and reference number and deposited in the Tender Box at Nyeri County
Government Offices or to be sent to the County Secretary, Nyeri County Government P.O. Box
1112-10100 Nyeri so as to be received on or before 25th April, 2019 at 11.00am

1.6

Tenders will be opened immediately thereafter at the Nyeri County Government Boardroom in
the presence of the candidates or their representatives who choose to attend.

Chief Officer
Department of Health Services

(i)
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INSTRUCTION TO TENDERERS
Note: The tenderer must comply with the following conditions and instructions and failure to do so is liable to
result in rejection of the tender.

GENERAL
1.

Definitions
(a)

“Tenderer” means any person or persons partnership firm or company submitting a sum or sums
in the Bills of Quantities in accordance with the Instructions to Tenderers, Conditions of Contract
Parts I and II, Specifications, Drawings and Bills of Quantities for the work contemplated, acting
directly or through a legally appointed representative.

(b)

“Approved tenderer” means the tenderer who is approved by the Employer.

(c)

Any noun or adjective derived from the word “tender” shall be read and construed to mean the
corresponding form of the noun or adjective “bid”. Any conjugation of the verb “tender” shall be
read and construed to mean the corresponding form of the verb “bid.”

(d)

“Employer” means a Central Government Ministry, Local Authority, State
Corporation or any other Public Institution.

2. Eligibility and Qualification Requirements
2.1

This invitation to tender is open to all tenderers who are eligible as stated in the appendix.

2.2The procuring entity’s employees, committee members, board members and their relative (spouse and
children) are not eligible to participate in the tender.
2.3To be qualified for award of Contract, the tenderer shall provide evidence satisfactory to the Employer
of their eligibility under Sub clause 2.1 above and of their capability and adequacy of resources to
effectively carry out the subject Contract. To this end, the tenderer shall be required to update the
following information already submitted during prequalification:-

(a)

Details of experience and past performance of the tenderer on the works of a similar
nature within the past five years and details of current work on hand and other
contractual
commitments.

(b)

The qualifications and experience of key personnel proposed for administration and
execution of the contract, both on and off site.

(c)

Major items of construction plant and equipment proposed for use in carrying out the
Contract. Only reliable plant in good working order and suitable for the work required
of it shall be shown on this schedule. The tenderer will also indicate on this schedule

when each item will be available on the Works. Included also should be a schedule of
plant, equipment and material to be imported for the purpose of the Contract, giving
details of make, type, origin and CIF value as appropriate.

(d)

Details of subcontractors to whom it is proposed to sublet any portion of the Contract
and for whom authority will be requested for such subletting in accordance with clause 4
of the Conditions of Contract.

(e)

A draft Program of Works in the form of a bar chart and Schedule of Payment which
shall form part of the Contract if the tender is accepted. Any change in the Program or
Schedule shall be subjected to the approval of the Engineer.

(f)

Details of any current litigation or arbitration proceedings in which the Tenderer is
involved as one of the parties.

2.4 Joint Ventures
Tenders submitted by a joint venture of two or more firms as partners shall comply with the
following requirements:-

(a)

The tender, and in case of a successful tender, the Form of Agreement, shall be signed so
as to be legally binding on all partners.

(b)

One of the partners shall be nominated as being in charge; and this authorization shall be
evidenced by submitting a power of attorney signed by legally authorized signatories of
all the partners.

(c)

The partner in charge shall be authorized to incur liabilities and receive instructions for
and on behalf of any and all partners of the joint venture and the entire execution of the
Contract including payment shall be done exclusively with the partner in charge.

(d)

All partners of the joint venture shall be liable jointly and severally for the execution of
the Contract in accordance with the Contract terms, and a relevant statement to this
effect shall be included in the authorization mentioned under (b) above as well as in the
Form of Tender and the Form of Agreement (in case of a successful tender).
A copy of the agreement entered into by the joint venture partners shall be submitted
with the tender.

(e)

2.5 To quality for contract awards, the tenderer shall have the
following:
(a)
(b)
(c)

Necessary qualifications, capability experience, services, equipment and facilities to
provide what is being procured.
Legal capacity to enter into a contract for procurement
Shall not be insolvent, in receivership, bankrupt or in the process of being wound up and
is not the subject of legal proceedings relating to the foregoing.

(d)

3.

Shall not be debarred from participating in public procurement.

Cost of Tendering
3.1The tenderer shall bear all costs associated with the preparation and submission of his tender and the
Employer will in no case be responsible or liable for those costs, regardless of the conduct or
outcome of the tendering process.
3.2

The price to be charged for the tender document shall not exceed Kshs.5,000/=

3.3The procuring entity shall allow the tenderer to view the tender document free of charge before
purchase.

4.

Site Visit
4.1The tenderer is advised to visit and examine the Site and its surroundings and obtain for himself on his
own responsibility, all information that may be necessary for preparing the tender and entering
into a contract. The costs of visiting the Site shall be the tenderer’s own responsibility.
4.2The tenderer and any of his personnel or agents will be granted permission by the Employer to enter
upon premises and lands for the purpose of such inspection, but only upon the express condition
that the tenderer, his personnel or agents, will release and indemnify the Employer from and
against all liability in respect of, and will be responsible for personal injury (whether fatal or
otherwise), loss of or damage to property and any other loss, damage, costs and expenses however
caused, which but for the exercise of such permission, would not have arisen.
4.3The Employer shall organize a site visit at a date to be notified. A representative of the Employer will
be available to meet the intending tenderers at the Site.
Tenderers must provide their own transport. The representative will not be available at any other
time for site inspection visits.
Each tenderer shall complete the Certificate of Tenderer’s Visit to the Site, whether he in fact
visits the Site at the time of the organized site visit or by himself at some other time.

TENDER DOCUMENTS
5.

Tender Documents
5.1The Tender documents comprise the documents listed herebelow and should be read together with any
Addenda issued in accordance with Clause 7 of these instructions to tenderers.

a.
b.
c.
d.
e.

Form of Invitation for Tenders
Instructions to Tenderers
Form of Tender
Appendix to Form of Tender
Form of Tender Surety

f.
g.
h.
i.
j.
k.
l.
m.
n.
o.
p.

6.

Statement of Foreign Currency Requirements
Form of Performance Security
Form of Agreement
Form of Advance payment Bank Guarantee
Schedules of Supplementary Information
General Conditions of Contract – Part I
Conditions of Particular Application – Part II
Specifications
Bills of Quantities
Drawings
Declaration Form

5.2

The tenderer is expected to examine carefully all instructions, conditions, forms, terms,
specifications and drawings in the tender documents. Failure to comply with the requirements for
tender submission will be at the tenderer’s own risk. Pursuant to clause 22 of Instructions to
Tenderers, tenders which are not substantially responsive to the requirements of the tender
documents will be rejected.

5.3

All recipients of the documents for the proposed Contract for the purpose of submitting a tender
(whether they submit a tender or not) shall treat the details of the documents as “private and
confidential”.

Inquiries by tenderers
6.1A tenderer making inquiries relating to the tender documents may notify the Employer in writing or by
telex, cable or facsimile at the Employer’s mailing address indicated in the Invitation to Tender.
The Employer will respond in writing to any request for clarification which he receives earlier
than 7 days prior to the deadline for the submission of tenders. Written copies of the Employer’s
response (including the query but without identifying the source of the inquiry) will be sent to all
prospective tenderers who have purchased the tender documents.
6.2Clarification of tenders shall be requested by the tenderer to be received by the procuring entity not
later than 7 days prior to the deadline for submission of tenders.
6.3The procuring entity shall reply to any clarifications sought by the tenderer within 3 days of receiving
the request to enable the tenderer to make timely submission of its tender.

7.

Amendment of Tender Documents
7.1At any time prior to the deadline for submission of tenders the Employer may, for any reason, whether
at his own initiative or in response to a clarification requested by a prospective tenderer, modify
the tender documents by issuing Addenda.
7.2Any Addendum will be notified in writing or by cable, telex or facsimile to all prospective tenderers
who have purchased the tender documents and will be binding upon them.

7.3In order to allow prospective tenderers reasonable time in which to take the Addendum into account in
preparing their tenders, the Employer may, at his discretion, extend the deadline for the
submission of tenders.

PREPARATION OF TENDERS
8.

Language of Tender
8.1 The tender and all correspondence and documents relating to the tender exchanged between the
tenderer and the Employer shall be written in the English language. Supporting documents and
printed literature furnished by the tenderer with the tender may be in another language provided
they are accompanied by an appropriate translation of pertinent passages in the above stated
language. For the purpose of interpretation of the tender, the English language shall prevail.

9.

Documents Comprising the Tender
9.1

The tender to be prepared by the tenderer shall comprise:The form of tender and appendix thereto.
A tender security. iii.The priced Bill of
Quantity and Schedule. iv.The information on
eligibility and qualification.
v.Any other materials required to be completed and submitted in accordance with the instructions to
tenderers.

i.
ii.

The Forms, Bills of Quantities and Schedules provided in the tender documents shall be used
without exception (subject to extensions of the schedules in the same format and to the provisions
of clause 13.2 regarding the alternative forms of Tender Security].

10.

Tender Prices
10.1All the insertions made by the tenderer shall be made in INK and the tenderer shall clearly form the
figures. The relevant space in the Form of Tender and Bills of Quantities shall be completed
accordingly without interlineations or erasures except those necessary to correct errors made by
the tenderer in which case the erasures and interlineations shall be initialed by the person or
persons signing the tender.
10.2A price or rate shall be inserted by the tenderer for every item in the Bills of Quantities whether the
quantities are stated or not items against which no rate or price is entered by the tenderer will not
be paid for by the Employer when executed and shall be deemed covered by the rates for other
items and prices in the Bills of Quantities.
The prices and unit rates in the Bills of Quantities are to be the full [all-inclusive] value of the
work described under the items, including all costs and expenses which may be necessary and all
general risks, liabilities and obligations set forth or implied in the documents on which the tender
is based. All duties and taxes and other levies payable by the Contractor under the Contract or for

any other cause prior to the deadline for the submission of tenders, shall be included in the rates
and prices and the total tender prices submitted by the Tenderer.
Each price or unit rate inserted in the Bills of Quantities should be a realistic estimate for
completing the activity or activities described under that particular item and the tenderer is
advised against inserting a price or rate against any item contrary to this instruction.
Every rate entered in the Bills of Quantities, whether or not such rate be associated with a
quantity, shall form part of the Contract. The Employer shall have the right to call for any item of
work contained in the Bills of Quantities, and such items of work to be paid for at the rate entered
by the tenderer and it is the intention of the Employer to take full advantage of unbalanced low
rates.
10.3Unless otherwise specified the tenderer must enter the amounts representing 10% of the sub-total of
the summary of the Bills of Quantities for Contingencies and Variation of Prices[V.O.P.]
payments in the summary sheet and add them to the subtotal to arrive at the tender amount.
10.4The tenderer shall furnish with his tender written confirmation from his suppliers or manufacturers of
unit rates for the supply of items listed in the Conditions of Contract clause 47 where appropriate.
10.5The rates and prices quoted by the tenderer are subject to adjustment during the performance of the
Contract only in accordance with the provisions of the Conditions of Contract. The tenderer shall
complete the schedule of basic rates and shall submit with his tender such other supporting
information as required under clause 47 of the Conditions of Contract Part II.

11.

Currencies of Tender and Payment
11.1

Tenders shall be priced in Kenya Shillings and the tender sum shall be in Kenya Shillings.

11.2Tenderers are required to indicate in the Statement of Foreign Currency Requirements, which forms
part of the tender, the foreign currency required by them. Such currency should generally be the
currency of the country of the tenderer’s main office. However, if a substantial portion of the
tenderer’s expenditure under the Contract is expected to be in countries other than his country of
origin, then he may state a corresponding portion of the contract price in the currency of those
other countries. However, the foreign currency element is to be limited to two (2) different
currencies and a maximum of 30% (thirty percent) of the Contract Price.
11.3The rate or rates of exchange used for pricing the tender shall be selling rate or rates of the Central
Bank ruling on the date thirty (30) days before the final date for the submission of tenders.
11.4Tenderers must enclose with their tenders, a brief justification of the foreign currency requirements
stated in their tenders.

12.

Tender Validity
12.1The tender shall remain valid and open for acceptance for a period of sixty (60) days from the
specified date of tender opening or from the extended date of tender opening (in accordance with
clause 7.4 here above) whichever is the later.
12.2In exceptional circumstances prior to expiry of the original tender validity period, the Employer may
request the tenderer for a specified extension of the period of validity. The request and the
responses thereto shall be made in writing or by cable, telex or facsimile. A tenderer may refuse

the request without forfeiting his Tender Surety. A tenderer agreeing to the request will not be
required nor permitted to modify his tender, but will be required to extend the validity of his
Tender Surety correspondingly.

13.

Tender Security
13.1The tenderer shall furnish as part of his tender, a Tender Security in the amount and form stated in the
Appendix to Instructions to Tenderers.
13.2

The tender security shall not exceed 2 percent of the tender price.

13.3The tender security shall be valid for at least thirty (30) days beyond the tender validity period.
The format of the Surety shall be in accordance with the sample form of Tender Surety included
in these tender documents; other formats may be permitted subject to the prior approval of the
Employer. The Tender Surety shall be valid for thirty (30) days beyond the tender validity
period.
13.4 Any tender not accompanied by an acceptable Tender Surety will be rejected by the Employer as nonresponsive.
13.5 The Tender Sureties of unsuccessful tenderers will be returned as promptly as possible but not later
than fourteen (14) days after concluding the Contract execution and after a Performance Security
has been furnished by the successful tenderer. The Tender Surety of the successful tenderer will
be returned upon the tenderer executing the Contract and furnishing the required Performance
Security.
13.6

The Tender Surety may be forfeited:

(a)

If a tenderer withdraws his tender during the period of tender validity: or

(b)

In the case of a successful tenderer, if he fails

(i)
(ii)
(c)

14.

to sign the Agreement, or
to furnish the necessary Performance Security

If a tenderer does not accept the correction of his tender price pursuant to clause 23.

No Alternative Offers
14.1The tenderer shall submit an offer which complies fully with the requirements of the tender
documents unless otherwise provided for in the appendix.
Only one tender may be submitted by each tenderer either by himself or as partner in a joint
venture.
14.2The tenderer shall not attach any conditions of his own to his tender. The tender price must be based
on the tender documents. The tenderer is not required to present alternative construction options
and he shall use without exception, the Bills of Quantities as provided, with the amendments as
notified in tender notices, if any, for the calculation of his tender price.

Any tenderer who fails to comply with this clause will be disqualified.

15.

Pre-Tender Meeting
15.1If a pre tender meeting is convened the tenderer’s designated representative is invited to attend a pretender meeting, which if convened, will take place at the venue and time stated in the Invitation to
Tender. The purpose of the meeting will be to clarify issues and to answer questions on any
matter that may be raised at that stage.
15.2The tenderer is requested as far as possible to submit any questions in writing or by cable, to reach the
Employer not later than seven days before the meeting. It may not be practicable at the meeting
to answer questions received late, but questions and responses will be transmitted in accordance
with the following:

16.

(a)

Minutes of the meeting, including the text of the questions raised and the responses
given together with any responses prepared after the meeting, will be transmitted without
delay to all purchasers of the tender documents. Any modification of the tender
documents listed in -–Clause 9 which may become necessary as a result of the pre-tender
meeting shall be made by the Employer exclusively through the issue of a tender notice
pursuant to Clause 7 and not through the minutes of the pre-tender meeting.

(b)

Nonattendance at the pre-tender meeting will not be cause for disqualification of a
bidder.

Format and Signing of Tenders
16.1The tenderer shall prepare his tender as outlined in clause 9 above and mark appropriately one set
“ORIGINAL” and the other “COPY”.
16.2The copy of the tender and Bills of Quantities shall be typed or written in indelible ink and shall be
signed by a person or persons duly authorized to sign on behalf of the tenderer. All pages of the
tender where amendments have been made shall be initialed by the person or persons signing the
tender.
16.3The complete tender shall be without alterations, interlineations or erasures, except as necessary to
correct errors made by the tenderer, in which case such corrections shall be initialed by the person
of persons signing the tender.

SUBMISSION OF TENDERS
17. Sealing and Marking of Tenders
17.1The tenderer shall seal the original and copy of the tender in separated envelopes, duly marking the
envelopes as “ORIGINAL” and “COPY”. The envelopes shall then be sealed in an outer
envelope.
17.2 The inner and outer envelopes shall be addressed to the Employer at the address stated in the
Appendix to Instructions to Tenderers and bear the name and identification of the Contract stated
in the said Appendix with a warning not to open before the date and time for opening of tenders
stated in the said Appendix.
17.3 The inner envelopes shall each indicated the name and address of the tenderer to enable the tender to
be returned unopened in case it is declared “late”, while the outer envelope shall bear no mark
indicating the identity of the tenderer.
17.4If the outer envelope is not sealed and marked as instructed above, the Employer will assume no
responsibility for the misplacement or premature opening of the tender. A tender opened
prematurely for this cause will be rejected by the Employer and returned to the tenderer.

18

Deadline for Submission of Tenders
18.1Tenders must be received by the Employer at the address specified in clause 17.2 and on the date and
time specified in the Letter of Invitation, subject to the provisions of clause 7.4, 18.2 and 18.3.
Tenders delivered by hand must be placed in the “tender box” provided in the office of the
Employer.
Proof of posting will not be accepted as proof of delivery and any tender delivered after the above
stipulated time, from whatever cause arising will not be considered.
18.2The Employer may, at his discretion, extend the deadline for the submission of tenders through the
issue of an Addendum in accordance with clause 7, in which case all rights and obligations of the
Employer and the tenderers previously subject to the original deadline shall thereafter be subject
to the new deadline as extended.
18.3Any tender received by the Employer after the prescribed deadline for submission of tender will be
returned unopened to the tenderer.

19

Modification and Withdrawal of Tenders

19.1The tenderer may modify or withdraw his tender after tender submission, provided that written notice of the
modification or withdrawal is received by the Employer prior to prescribed deadline for submission of
tenders.
19.2 The tenderer’s modification or withdrawal notice shall be prepared, sealed, marked and dispatched in
accordance with the provisions for the submission of tenders, with the inner and outer envelopes
additionally marked “MODIFICATION” or “WITHDRAWAL” as appropriate.

19.3No tender may be modified subsequent to the deadline for submission of tenders.
19.4No tender may be withdrawn in the interval between the deadline for submission of tenders and the period of
tender validity specified on the tender form. Withdrawal of a tender during this interval will result in the
forfeiture of the Tender Surety.
19.5 Subsequent to the expiration of the period of tender validity prescribed by the Employer, and the tenderer
having not been notified by the Employer of the award of the Contract or the tenderer does not intend to
conform with the request of the Employer to extend the prior of tender validity, the tenderer may withdraw
his tender without risk of forfeiture of the Tender Surety.

TENDER OPENING AND EVALUATION
20 Tender Opening
20.1 The Employer will open the tenders in the presence of the tenderers’ representatives who choose to
attend at the time and location indicated in the Letter of Invitation to Tender. The tenderers’
representatives who are present shall sign a register evidencing their attendance.
20.2 Tenders for which an acceptable notice of withdrawal has been submitted, pursuant to clause 19, will
not be opened. The Employer will examine the tenders to determine whether they are complete,
whether the requisite Tender Sureties have been furnished, whether the documents have been
properly signed and whether the tenders are generally in order.
20.3 At the tender opening, the Employer will announce the tenderer’s names, total tender price, tender
price modifications and tender withdrawals, if any, the presence of the requisite Tender Surety
and such other details as the Employer, at his discretion, may consider appropriate. No tender
shall be rejected at the tender opening except for late tenders.
20.4 The Employer shall prepare a tender opening register and minutes of the tender opening including the
information disclosed to those present.
20.5 Tenders not opened and read out a tender opening shall not be considered further for evaluation,
irrespective of the circumstances.

21 Process to be Confidential
21.1After the public opening of tenders, information relating to the examination, clarification, evaluation
and comparisons of tenders and recommendations concerning the award of Contract shall not be
disclosed to tenderers or other persons not officially concerned with such process until the award
of Contract is announced.
21.2Any effort by a tenderer to influence the Employer in the process of examination, evaluation and
comparison of tenders and decisions concerning award of Contract may result in the rejection of
the tenderer’s tender.

22 Clarification Tenders
22.1To assist in the examination, evaluation and comparison of tenders, the Employer may ask tenderers
individually for clarification of their tenders, including breakdown of unit prices. The request for

clarification and the response shall be in writing or by cable, facsimile or telex, but no change in
the price or substance of the tender shall be sought, offered or permitted except as required to
confirm the correction of arithmetical errors discovered by the employer during the evaluation of
the tenders in accordance with clause 24.
22.2No Tenderer shall contact the Employer on any matter relating to his tender from the time of the
tender opening to the time the Contract is awarded. If the tenderer wishes to bring additional
information to the notice of the Employer, he shall do so in writing.

23

Determination of Responsiveness
23.1Prior to the detailed evaluation of tenders, the Employer will determine whether each tender is
substantially responsive to the requirements of the tender documents.
23.2For the purpose of this clause, a substantially responsive tender is one which conforms to all the terms,
conditions and specifications of the tender documents without material deviation or reservation. A
material deviation or reservation is one which affects in any substantial way the scope, quality,
completion timing or administration of the Works to be undertaken by the tenderer under the
Contract, or which limits in any substantial way, inconsistent with the tender documents, the
Employer’s rights or the tenderers obligations under the Contract and the rectification of which
would affect unfairly the competitive position of other tenderers who have presented substantially
responsive tenders.
23.3Each price or unit rate inserted in the Bills of Quantities shall be a realistic estimate of the cost of
completing the works described under the particular item including allowance for overheads,
profits and the like. Should a tender be seriously unbalanced in relation to the Employer’s
estimate of the works to be performed under any item or groups of items, the tender shall be
deemed not responsive.
23.4A tender determined to be not substantially responsive will be rejected by the Employer and may not
subsequently be made responsive by the tenderer by correction of the non-conforming deviation
or reservation.

24 Correction of Errors
Tenders determined to be substantially responsive shall be checked by the
Employer for any arithmetic errors in the computations and summations.
Errors will be corrected by the Employer as follows:

(a)

Where there is a discrepancy between the amount in figures and the amount in words,
the amount in words will govern.

(b)

Where there is a discrepancy between the unit rate and the line item total resulting from
multiplying the unit rate by the quantity, the unit rate as quoted will prevail, unless in the
opinion of the Employer, there is an obvious typographical error, in which case
adjustment will be made to the entry containing that error.

(c)
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The amount stated in the tender will be adjusted in accordance with the above procedure
for the correction of errors and, with concurrence of the tenderer, shall be considered as
binding upon the tenderer. If the tenderer does not accept the corrected amount, the
tender may be rejected and the Tender Security may be forfeited in accordance with
clause 13.

Conversion to Single Currency
25.1For compensation of tenders, the tender price shall first be broken down into the respective amounts
payable in various currencies by using the selling rate or rates of the Central Bank of Kenya
ruling on the date twenty one (21) days before the final date for the submission of tenders.
25.2The Employer will convert the amounts in various currencies in which the tender is payable
(excluding provisional sums but including Day works where priced competitively) to Kenya
Shillings at the selling rates stated in clause 25.1.
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Evaluation and Comparison of Tenders
26.1The Employer will evaluate only tenders determined to be substantially responsive to the requirements
of the tender documents in accordance with clause 23.
26.2In evaluating tenders, the Employer will determine for each tender the evaluated tender price by
adjusting the tender price as follows:

(a)

Making any correction for errors pursuant to clause 24.

(b)

Excluding Provisional Sums and provision, if any, for Contingencies in the Bills of
Quantities, but including Day works where priced competitively.

26.3

The Employer reserves the right to accept any variation, deviation or alternative offer. Variations,
deviations, alternative offers and other factors which are in excess of the requirements of the
tender documents or otherwise result in the accrual of unsolicited benefits to the Employer, shall
not be taken into account in tender evaluation.

26.4

Price adjustment provisions in the Conditions of Contract applied over the period of execution of
the Contract shall not be taken into account in tender evaluation.

26.5

If the lowest evaluated tender is seriously unbalanced or front loaded in relation to the Employer’s
estimate of the items of work to be performed under the Contract, the Employer may require the
tenderer to produce detailed price analyses for any or all items of the Bills of Quantities, to
demonstrate the relationship between those prices, proposed construction methods and schedules.
After evaluation of the price analyses, the Employer may require that the amount of the
Performance Security set forth in clause 29 be increased at the expense of the successful tenderer

to a level sufficient to protect the Employer against financial loss in the event of subsequent
default of the successful tenderer under the Contract.

26.6

Firms incorporated in Kenya where indigenous Kenyans own 51% or more of the share capital
shall be allowed a 10% preferential bias provided that they do not subcontract work valued at
more than 50% of the Contract Price excluding Provisional Sums to a non-indigenous subcontractor.

26.7

The tender evaluation committee shall evaluate the tender within 30 days of the validity period
from the date of opening the tender.

26.8

Persons not officially involved in the evaluation of tender shall not attempt in any way to
influence the evaluation.

Preference where allowed in the evaluation of tenders shall not exceed 15%

AWARD OF CONTRACT
28

Award criteria

28.1 The Employer will award the Contract to the tenderer whose tender is determined to be substantially
responsive to the tender documents and who has offered the lowest evaluated tender price subject to
possessing the capability and resources to effectively carry out the Contract Works.
28.2 The Employer reserves the right to accept or reject any tender, and to annual the tendering process and reject
all tenders, at any time prior to award of Contract, without thereby incurring any liability to the affected
tenderers or any obligation to inform the affected tenderers of the grounds for the Employer’s action.

29. Notification of Award and signing of contract
29.1

Prior to the expiration of the period of tender validity prescribed by the Employer, the Employer will notify
the successful tenderer by cable, telefax or telex and confirmed in writing by registered letter that his
tender has been accepted. This letter (hereinafter and in all Contract documents called “Letter of
Acceptance”) shall name the sum(hereinafter and in all Contract documents called “the Contract Price”)
which the Employer will pay to the Contractor in consideration of the execution and completion of the
Works as prescribed by the Contract.

29.2 Upon the furnishing of a Performance Security by the successful tenderer, the unsuccessful tenderers will
promptly be notified that their tenders have been unsuccessful.
29.3 At the same time the employer notifies the successful tenderer that his tender has been accepted, the employer
shall notify the other tenderers that their tender s have been unsuccessful.
29.4 Within fourteen [14] days of receipt of the form of Contract Agreement from the Employer, the successful
tenderer shall sign the form and return it to the Employer together with the required Performance Security.
29.5 The parties to the contract shall have it signed within 30 days from the date of notification of contract award
unless there is an administrative review request.
29.6

A tenderer who gives false information in the tender document about is qualification or who refuses to enter
into a contract after notification of contract award shall be considered for debarment from participating in
future public procurement.

30. Performance Guarantee
30.1 Within twenty eight [28] days of receipt of the notification of award from the Employer, the successful
tenderer shall furnish the Employer with a Performance Security in an amount stated in the Appendix to
Instructions to Tenderers.
30.2 The Performance Security to be provided by the successful tenderer shall be an unconditional Bank Guarantee
issued at the tenderer’s option by an established and a reputable Bank approved by the Employer and

located in the Republic of Kenya and shall be divided into two elements namely, a performance security
payable in foreign currencies (based upon the exchange rates determined in accordance with clause 35.4 of
the Conditions of Contract) and a performance security payable in Kenya Shillings. The value of the two
securities shall be in the same proportions of foreign and local currencies as requested in the form of
foreign currency requirements.
30.3 Failure of the successful tenderer to lodge the required Performance Security shall constitute a breach of
Contract and sufficient grounds for the annulment of the award and forfeiture of the Tender Security and
any other remedy under the Contract the Employer may award the Contract to the next ranked tenderer.

31. Advance Payment
An advance payment, if approved by the Employer, shall be made under the Contract, if requested by the
Contractor, in accordance with clause 33.1 of the Conditions of Contract. The Advance Payment
Guarantee shall be denominated in the proportion and currencies named in the form of foreign currency
requirements. For each currency, a separate guarantee shall be issued. The guarantee shall be issued by a
bank located in the Republic of Kenya, or a foreign bank through a correspondent bank located in the
Republic of Kenya, in either case subject to the approval of the Employer.

32.

Corrupt and fraudulent practices.
The procuring entity requires that tenderers observe the highest standard of ethics during the procurement
process and execution of contract. A tenderer shall sign a declaration that he has not and will not be
involved in corrupt or fraudulent practices.

SECTION 111
APPENDIX TO INSTRUCTIONS TO
TENDERERS

SECTION III

APPENDIX TO INSTRUCTIONS TO TENDERERS
Notes on the appendix to Instructions to tender.

1.

The Appendix to instructions to tenderers is intended to assist the procuring entity in providing
specific information which may not be adequately covered by the clause in the instructions to
tenders.

2.

In preparing the appendix the following aspects should be taken into consideration.

(a)
(b)
(c)

The information that specifies or complements provisions of Sections II to be
incorporated.
Amendments of Section II as necessitated by the circumstances of the specific works to
be also incorporated
Section II should remain unchanged and any changes or amendments introduced through
the appendix.

The following appendix to instructions to tenders shall complement or amend the provisions of the
instructions to tenderers (Section II). Wherever there is a conflict between the provisions of the
instructions to tenderers and the appendix, the provisions of the appendix herein shall prevail over those of
the instructions to tenderers.
(Complete as appropriate)
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Tender Security
Amount of Tender Security is Kshs………………………… (Note: This amount should not
exceed two (2) percent of the total value of the Works) Note Provide security as in the
tender advert.
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(i)

The name and address of the Employer for the purposes of submission of tenders is………Chief
Officer, Department of Health Services Nyeri
………………………………………………………………………………………………………
…………

(ii)

The name of the proposed Works and where available the Contract Number is…Proposed
Construction of Naromoru Subcounty Hospital (Electrical
Works)………………………………………………………………………………………………………
……………………………….

(iii)

The tender opening date and time …………………(insert tender opening time) on…………day
of ………(insert date of tender opening)

TENDERS EVALUATION CRITERIA

26

A three-stage procedure will be adopted in evaluating the tenders
1. Preliminary evaluation
2. Technical evaluation
3. Financial evaluation
STAGE 1 – MANDATORY REQUIREMENTS
Tenderers shall meet the following mandatory requirements to pass the preliminary evaluation. Must
provide:1) Valid copy of certificate of Incorporation/Registration
2) Valid copy of Tax Compliance Certificate.
3) Valid copy of company registration record details the company director(s)/ CR12 issued within
the last three months
4) Registration Certificate with ERC (C 2 Contractors license)
5) Valid copy of National Construction Authority (NCA) Registration Certificate Electrical
Services Category (NCA 6 and above)
6) Valid copy of National Construction Authority (NCA) Annual License for 2018/2109 (To be
verified with NCA)
7) Bid bond of Ksh 300,000/-from reputable bank or insurance approved by PPRA.
8)

Pre-tender site visit certificate duly signed by the client's representative

9) Must provide a bid bond of the prescribed amount which must remain valid for 30 days (after
expiry of the tender validity period in the form a bank guarantee or from an insurance company
approved by the Public Procurement Oversite Authority (PPOA) payable to the County Secretary,
Nyeri County Government
10) Copies of audited financial statements for the last three years (2016, 2017 & 2018 signed by a
certified public accountants and director(s)company secretary
11) Original bank statements for the last one year certified by the respective bank(s)
12) Current business permit/license
13) Duly filled, signed and stamped Form of Tender
14) Duly filled, signed and stamped Confidential Business Questionnaire
15) The document must be serialized including the attachments.
Failure to meet the preliminary mandatory requirements will lead to automatic
disqualification

STAGE 2-TECHNICAL EVALUATION

1.

2.

Evaluation Criterion
Number of years in operation
a) Less than 1 year
b) 1-3 years
c) 4-5 years
d) 6-10 years
e) >10 years
Work Experience. Provide project completion certificates
signed by a project manager, as evidence of completed
Electrical projects of over KShs .30 million
a) 1-3 projects
b) 4-6 projects
b) 7-10 projects
d) >10 projects

3.

4.

Qualified Technical Staff. Provide both CVs and academic
certificates (at least a diploma in Electrical or ELectronics
engineering) of key technical personnel with a minimum of
5 years experience
a) 1-2 persons
b) 3-4 persons
c) >5 persons
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Plant and Equipment. Provide details and proof of 15
ownership of plant, equipment and transport vehicles (give
no, type and capacity of each)
a) Transport-Vehicles/trucks only
b) Multitesters, insulation resistance tester, Earth tester
c) a & b plus other assorted relevant equipment
Note. For leased plant and equipment maximum of 5 marks

5.

%

Financial Capacity.
a) 10-20 million average annual turnover
b) 20- 30million average annual turnover
c) > 30 million average annual turnover

TOTAL

5

10
15
20
5
10
20

100

Score %

Only tenders with a technical score of 70% and above out of 100% shall be considered technically
responsive hence qualify for financial evaluation.

STAGE 3- FINANCIAL EVALUATION
Tenders shall be checked for arithmetic errors. The lowest evaluated tender to be considered for award
must be economically responsive i.e. unit rates in the bill of quantities must realistically be within market
rates and the tender sum be within the budget.

29.

Performance Guarantee
The amount of Performance Security is Kshs………………… (Note: the Employer must select
the form of Performance Security to be accepted).

SECTION IV

CONDITIONS OF CONTRACT

SECTION IV

CONDITIONS OF CONTRACT

(Including erection on site)
PART I – GENERAL CONDITIONS
PART I – General Conditions, shall be those forming Part I of the “Conditions of Contract for Electrical and
Mechanical Works – Including Erection on Site, Thirth Edition 1987, re-printed 1988 with Editorial Amendments”
prepared by the Federation Internationale des Ingenieurs – conseils (FIDIC). The Conditions are subject to
variations and additions set out in Part II hereof entitled “Special Conditions”.

Note
i.

The standard text of the General Conditions of Contract must be retained intact to facilitate its reading and
interpretation by tenderers. Any amendments and additions to the General Conditions, specific to a given
Contract, should be introduced in the Special Conditions or in the Appendix to Form of Tender.

ii.

The Special Conditions take precedence over the General Conditions of Contract.

iii.

Copies of the FIDIC Conditions of Contract can be obtained from:
FIDIC Secretariat
P.O.Box86
1000 Lausanne 12
Switzerland
Fax:
41 21 653 5432
Telephone
41 21 653 5003

PREABLE TO GENERAL CONDITIONS
This Preamble must be completed in all cases referring to completed schedules where appropriate. When
completed, this Preamble, the General Conditions, Specification, Employer’s and Contractor’s Drawings, Schedules
and other documents can constitute a Contract on the basis of the General Conditions in Part II. If this is not what is
required, Part II must also be completed.
Commencement Date (Sub-clause 1.1.1.(. ()
The date for commencement of the Works is _____________________________________

The Employer (Sub-clause 1.1.12.)
The Employer is ____Chief Officer, Department of Health Services, Po Box 1112-10100
Nyeri___________________________________________________________
The

Engineer (Sub-clause 1.1.15)

The Engineer is __County Electrical Engineer, Department of Transport, Public Works, Infrastructure
and Energy, Po box 372 Nyeri.______________________________________________________________
Time for Completion (Sub-clause 1.1.35.)
The Time for Completion is ______

_ days from the commencement Date.

Contractor’s Profit (Sub-clause 1.6.)
The percentage to cover profit entitlement, where appropriate, is _______%.
Ruling Language (Sub-clause 5.1.)
The version in _________________ language (ruling language) shall prevail.
Day to Day Communications (Sub-clause 5.2.)
The language for day to day communications is __________________________________
Programme to be Furnished (Sub-clause 12.1.)
The Programme must be submitted

in the form of _______________________________

Electricity, Water, Gas and Other Services (Sub-clause 14.3.)
Supplies on the Site are:

a.

Electricity:
__________________________________________________________________
_________________________________________________________________________________
_________________________________________________________________________________

b.

Water:
______________________________________________________________________
_________________________________________________________________________________
_________________________________________________________________________________

c.

Gas:
________________________________________________________________________
_________________________________________________________________________________
_________________________________________________________________________________

d.

Other
Services:
_____________________________________________________________
_________________________________________________________________________________
_________________________________________________________________________________
Employer’s Equipment (Sub-clause 14.4.)
The following Employer’s equipment is available for use by the Contractor under the Employer’s operation:
______________________________________________________
_________________________________________________________________________________
_________________________________________________________________________________

Working Hours (Sub-clause 18.3.)
The normal working hours are __________________________________________________
_________________________________________________________________________________

Delay in Completion (Sub-clause 27.1.)
Failure to meet the Time for Completion entitles the Employer to reduction in Contract Price as follows:
Amount per day ______________________________
Maximum ____________________________________
Prolonged delay (Sub-clause 27.2.)
Maximum amount recoverable from the Contractor by the Employer:
_________________________________________________________________________________
Terms of Payment (Sub-clause 33.1.)
In addition to the provisions under Clause 33, the terms of payment shall be:
_________________________________________________________________________________
_________________________________________________________________________________
Payment in Foreign Currencies (Sub-clause 35.1.)
Payment in foreign currencies shall be arranged as follows:
_________________________________________________________________________________
_________________________________________________________________________________

Rates of Exchange (Sub-clause 53.3.)
The rates of exchange for the purpose of the Contract are:
_________________________________________________________________________________
_________________________________________________________________________________
Payment against Provisional Sums (Sub-clause 36.4. (b))
The percentage to be applied to Provisional Sums shall be ________________%.
Maximum Liability (Sub-clause 42.2.)
The maximum liability of the Contractor to the Employer shall be ________________
Insurance of Works (Sub-clause 43.1)
The
not

deductible
limits in
the
insurance
cover of
the
Works shall
exceed ___________________________________________________________________________

Sub-clause 43.1. (a)
The additional risks to be insured are:
_________________________________________________________________________________
_________________________________________________________________________________
Third Party Liability (Sub-clause 43.3)
The amount of insurance against third party liability taken out by the Contractor shall not be less than:
_________________________________________________________________________________
Payment on Termination for Employer’s Default (Sub-clause 46.3)
The additional amount payable by the Employer on termination shall not exceed:
_________________________________________________________________________________

Labour, Materials and Transport (Sub-clause 47.1.)
The method of calculating adjustments for changes in costs shall be:
_________________________________________________________________________________
_________________________________________________________________________________

Notices to Employer and Engineer (Sub-clause 49.2.)
The address of the Employer for notices is:
_________________________________________________________________________________
_________________________________________________________________________________
The address of the Engineer for notices is:
_________________________________________________________________________________
_________________________________________________________________________________
Applicable Law (Sub-clause 51.1.)
The applicable law is ____________________________ law.
Procedural Law for Arbitration (Sub-clause 51.2)
The procedural law for arbitration is ____________________________________________
Language and Place of Arbitration (Sub-clause 51.3)
The language of arbitration is _______________ language.
The place of arbitration is ________________________________________

PART II – SPECIAL CONDITIONS

(The Clauses referred to in Part II – Section A are those where the provision in the General Conditions (Part I) refer
to an alternative solution to be stated in Part II. The provisions in the General Conditions will apply unless an
alternative solution is given in Part II – Section A. The clauses in this section need therefore not be completed, but
must be completed if alternative solutions to the relevant Part I provisions are necessary.)

1.0 Conditions Precedent to Commencement (Sub-clause 1.1.1.)
The following financial and administrative requirements are conditions precedent to commencement.
___________________________________________________________________________
________________________________________________________________________
2.0

Defects Liability Period (Sub-clause 1.1.11.)
The Defects Liability Period is _________180_________________ days.

3.0 Engineer’s Duties (Sub-clause 2.1.)
The Engineer requires the consent of the Employer before exercising the following duties:
___________________________________________________________________________
__________________________________________________________________________
4.0

Operation and Maintenance Manuals (Sub-clause 6.6.)
Operation and Maintenance Manuals shall be in English language.

5.0 Manufacturing Drawings (Sub-clause 6.9.)
The Contractor is required to disclose to the Engineer or the Employer confidential information as follows:
___________________________________________________________________________
___________________________________________________________________________

6.0 General Obligations (Sub-clause 8.1.)
6.1

The following facilities will be provided by the Employer:
_____________________________________________________________________
_____________________________________________________________________
6.2
The facilities will be provided at the following rates:
_____________________________________________________________________
_____________________________________________________________________

7.0

Performance Security (Sub-clause 10.1)
The Contractor shall obtain a Performance Security of an amount Kshs.

8.0 Contractor Equipment (Sub-clause 14.1)
The following items of Contractor’s Equipment will be provided free of charge by the Employer for the
Contractor’s use:
___________________________________________________________________________
__________________________________________________________________________

9.0 Price Variation
9.1
Contract price variations shall not be allowed for contracts not exceeding one year (12 months)
9.2Where contract price variation is allowed, the variation shall not exceed 15% of the original contract price.
9.3
Price variation requests shall be processed by the procuring entity within 30 days of receiving the request.

10.0 Extension of Defects Liability Period (Sub-clause 30.4)
In the event of suspension the Defects Liability Period shall not last more than ____ days after the date the
Plant would have been delivered but for the suspension.

11.0 Method of Application (Sub-clause 33.2)
Application for payment shall be made as follows:
___________________________________________________________________________
___________________________________________________________________________

12.0 Payment (Sub-clause 33.5.)
11.1

The period for payment shall be:
_____________________________________________________________________

11.2

The place for payment shall be:
_____________________________________________________________________

13.0 Delayed Payment (Sub-clause 33.6.)
The interest rate for delayed payment is simple interest at a rate three percentage points above the Central
Bank of Kenya’s average rate for base lending prevailing as of the first day the payment becomes overdue.

14.0 Payment by measurement (Sub-clause 33.8)
The provisions for measurement are:
___________________________________________________________________________
___________________________________________________________________________

15.0 Customs and Import Duties (Sub-clause 48.1.)
The Contractor shall pay and be reimbursed by the Employer for the following customs, import duties and
taxes in consequence of the importation of the Plant:
___________________________________________________________________________
___________________________________________________________________________

16.0 Arbitration (Sub-clause 50.2)
The rules of arbitration shall be those contained in the Arbitration Act of the Laws of Kenya.

SECTION V

PARTICULAR SPECIFICATION
OF
MATERIALS AND WORKS

GENERAL SPECIFICATIONS OF MATERIALS AND WORKS
2.1

General

2.2

Standard of Materials

2.3

Workmanship

2.4

Procurement of Materials

2.5

Shop Drawings

2.6

Record Drawings

2.7

Regulations and Standards

2.8

Setting out Works

2.9

Position of Electrical Plant and Apparatus

2.10

M.C.B Distribution Panels and Consumer Units

2.11

Fused Switchgear and Isolators

2.12

Conduits and Conduit Runs

2.13

Conduit Boxes and Accessories

2.14

Labels

2.15

Earthing

2.16

Cables and Flexible Cords

2.17

Armoured PVC Insulated and Sheathed Cables

2.18

Cable Supports; Markers and Tiles

2.19

PVC Insulated Cables

2.20

Heat Resisting Cables

2.21

Flexible Cord
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2.22

Cable Ends and phase Colours

2.23

Cable Insulation Colours

2.24

Sub-circuit Wiring

2.25

Space Factor

2.26

Insulation

2.27

Lighting Switches

2.28

Sockets and Switched sockets

2.29

Fused Spur Boxes

2.30

Cooker Outlets

2.31

Connectors

2.32

Lamp holders

2.33

Lamps

2.34

lighting Fittings Street lighting Lanterns

2.35

Position of Points and Switches

2.36

Street/Security Lighting Columns

2.37

Timing Control Switch

2.38

Wiring System for Street Lighting

2.39

Metal control Pillar

2.40

Current Operated Earth leakage circuit breaker

2.41

MV Switchboard

2.42

Steel Conduits and Steel Trunking

2.43

Testing on Site
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2.1

SHOP DRAWINGS
Before manufacture or Fabrication is commenced the sub-contractor shall submit Two
copies of detailed drawings of all control pillars, meter cubicles, medium voltage
switchboards including their components showing all pertinent information including
sizes, capacities, construction details, etc, as may be required to determine the suitability
of the equipment for the approval of the Engineer. Approval of the detailed drawings
shall not relieve the sub-contractor of the full responsibility of errors or the necessity of
checking the drawings himself or of furnishing the materials and equipment and
performing the work required by the plans and specifications.

2.2

RECORD DRAWINGS
These diagrams and drawings shall show the completed installation including sizes, runs
and arrangements of the installation. The drawings shall be to scale not less than 1:50
and shall include plan views and section.
The drawings shall include all the details which may be useful in the operation,
maintenance or subsequent modifications or extensions to the installation.
Three sets of diagrams and drawings shall be provided, all to the approval of the
Engineer.
One coloured set of line diagrams relating to operating and maintenance instructions
shall be framed and, mounted in a suitable location.

2.3

REGULATIONS AND STANDARDS
All work executed by the Sub-contractor shall comply with the current edition of the
“Regulations” for the Electrical Equipment of Buildings, issued by the Institution of
Electrical Engineers, and with the Regulations of the Local Electricity Authority.
Where the two sets of regulations appear to conflict, they shall be clarified with the
Engineers. All materials used shall comply with relevant Kenya Bureau of Standards
Specification.
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2.4

SETTING OUT WORK
The sub-contractor at his own expenses; is to set out works and take all measurements
and dimensions required for the erection of his materials on site; making any
modifications in details as may be found necessary during the progress of the works,
submitting any such modifications or alterations in detail to the Engineer before
proceeding and must allow in his Tender for all such modifications and for the provision
of any such sketches or drawings related thereto.

2.5

POSITIONS OF ELECTRICAL PLANT AND APPARATUS
The routes of cables and approximate positions of switchboards etc, as shown on the
drawings shall be assumed to be correct for purpose of Tendering, but exact positions of
all electrical Equipment and routes of cables must be agreed on site with the Engineer
before any work is carried out.

2.6

MCB DISTRIBUTION PANELS AND CONSUMER UNITS
All cases of MCB Panels and consumer units shall be constructed in heavy gauge sheet
with hinged covers.
Removable undrilled gland plates shall be provided on the top and bottom of the cases.
Miniature circuit breakers shall be enclosed in moulded plastic with the tripping
mechanism and arc chambers separated and sealed from the cable terminals.
The operating dolly shall be trip free with a positive movement in both make and break
position. Clear indication of the position of the handle shall be incorporated.
The tripping mechanism shall be on inverse characteristic to prevent tripping in
temporary overloads and shall not be affected by normal variation in ambient
temperature.
A locking plate shall be provided for each size of breaker; A complete list of circuit
details on typed cartridge paper glued to stiff cardboards and covered with a sheet of
perspex, and held in position with four suitable fixings, shall be fitted to the inner face
of the lids of each distribution panel. The appropriate MCB ratings shall be stated on
the circuit chart against each circuit in use: Ivorine labels shall be secured to the
insulation barriers in such a manner as to indicate the number of the circuits shown on
the circuit chart.
Insulated barriers shall be fitted between phases, and neutrals in all boards, and to
shroud live parts.
Neutral cables shall be connected to the neutral bar in the same sequence as the phase
cables are connected to the MCB’s . This shall also apply to earth bars when installed.
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2.7

FUSED SWITCHGEAR AND ISOLATORS
All fused switchgear and isolators whether mounted on machinery, walls or industrial
panels shall conform to the requirements of KS 04 – 226 PART: 1: 1985.
All contacts are to be fully shrouded and are to have a breaking capacity on manual
operations as required by KS 04 – 182: 1980.
Fuse links for fused switches are to be of high rupturing capacity cartridge type,
conforming to KS 04 – 183: 1978.
Isolators shall be load breaking/fault making isolators.
Fused switches and isolators are to have separate metal enclosures. Mechanical
interlocks are to be provided between the door and main switch operating mechanism so
arranged that the door may not be opened with the switch in the ‘ON’ position.
Similarly; it shall not be possible to close the switch with the door open except that
provision to defeat the mechanical interlock and close the switch with the door in the
open position for test purposes. The ‘ON’ and ‘OFF’ positions of all switches and
isolators shall be clearly indicated by a mechanical flag indicator or similar device. In
T.P & N fused switch units, bolted neutral links are to be fitted.

2.8

CONDUITS AND CONDUIT RUNS
Conduit systems are to be installed so as to allow the loop-in system of wiring:
All conduits shall be black rigid super high impact heavy gauge class ‘A’ PVC in
accordance with KS 04 – 179: 1988 and IEE Regulations. No conduit less than 20mm
in diameter shall be used anywhere in this installation.
Conduit shall be installed buried in plaster work and floor screed except when run on
wooden or metal surface when they will be installed surface supported with saddles
every 600mm. Conduit run in chases shall be firmly held in position by means of
substantial pipe hooks driven into wooden plugs.
The Sub-contractors attention is drawn to the necessity of keeping all conduits entirely
separate from other piping services such as water and no circuit connections will be
permitted between conduits and such pipes.
All conduits systems shall be arranged wherever possible to be self-draining to switch
boxes and conduit outlet points for fittings:
The systems, when installed and before wiring shall be kept plugged with well fitting
plugs and when short conduit pieces are used as plugs, they shall be doubled over and
tied firmly together with steel wire; before wiring all conduit systems shall be carried
out until the particular section of the conduit installation is complete in every respect.
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The sets and bends in conduit runs are to be formed on site using appropriate size
bending springs and all radii of bends must not be less than 2.5 times the outside
diameter of the conduit. No solid or inspection bends, tees or elbows will be used.
Conduit connections shall either be by a demountable (screwed up) assembly or
adhesive fixed and water tight by solution. The tube and fittings must be clean and free
of all grease before applying the adhesive. When connections are made between the
conduit and switch boxes, circular or non-screwed boxes, and care shall be taken that no
rough edges of conduit stick out into the boxes.
Runs between draw in boxes are not to have more than two right angle bends or their
equivalent . The sub-contractor may be required to demonstrate to the Engineers that
wiring in any particular run is easily withdraw able and the sub-contractor may, at no
extra cost to the contract; be required to install additional draw-in boxes required. If
conduit is installed in straight runs in excess of 6000mm, expansion couplings as
manufactured by Egatube shall be used at intervals of 6000mm.
Where conduit runs are to be concealed in pillars and beams, the approval of the
Structural Engineer, shall be obtained. The sub-contractor shall be responsible for
marking the accurate position of all holes, chases etc, on site, or if the Engineer so
directs, shall provide the Main Contractor with dimensional drawings to enable him t o
mark out and form all holes and chases. Should the sub-contractor fail to inform the
main contractor of any inaccuracies in this respect they shall be rectified at the subcontractors expense.
It will be the Sub-contractors responsibility to ascertain from site, the details of
reinforced concrete or structural steelwork and check from the builder’s drawings the
positions of walls, structural concrete and finishes. No reinforced concrete or steelwork
may be drilled without first obtaining the written permission of the Structural Engineer.
The drawings provided with these specifications indicate the appropriate positions only
of points and switches, and it shall be the Sub-Contractors responsibility to mark out
and centre on site the accurate positions where necessary in consultation with the
Architect and the Engineer. The sub-contractor alone shall be responsible for the
accuracy of the final position.
2.13

CONDUIT BOXES AND ACCESSORIES
All conduit outlets and junction boxes are to be either malleable iron and of standard
circular pattern of the appropriate type to suit saddles being used or super high impact
PVC manufactured to KS 04 – 179 : 1983.
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Small circular pattern boxes are to be used with conduits up to and including 25mm
outside diameter. Rectangular pattern adaptable boxes are to be used for conduits of
32mm outside diameter and larger. For drawing in of cables in exposed runs of conduit,
standard pattern through boxes are to be used:
Boxes are to be not less than 50mm deep and of such dimensions as will enable the
largest appropriate number of cables for the conduit sizes to be drawn in without
excessive bending.
Outlet boxes for lighting fittings are to be of the loop-in type where conduit installation
is concealed and the sub-contractor shall allow one such box per fitting, except where
fluorescent fittings are specified when two such boxes per fitting shall be fitted flush
with ceiling and if necessary fitted with break joint rings. Pattresses shall be fitted
where required to outlets on surface conduit runs.
Adaptable boxes are to of PVC or mild steel (of not less than 12swg) and black
enamelled or galvanized finish according to location. They shall be of square or oblong
shape location. They shall be of square or oblong shape complete with lids secured by
four 2 BA brass roundhead screws; No adaptable box shall be less than 75mm x 75mm
x 50mm or larger than 300mm x 300mm x 75mm and shall be adequate in depth in
relation to the size of conduit entering it. Conduits shall only enter boxes by means of
conduit bushes.
2.14

LABELS
Labels fitted to switches and fuseboards;(i)

Shall be Ivorine engraved black on white.

(ii)

Shall be secured by R.H brass screws of same manufacturing throughout.

(iii)
a)

Shall be indicated on switches:Reference number of switch

b)

Special current rating

c)

Item of equipment controlled

(iv)
Shall indicate on MCB panels
a) Reference number
b) Type of board, i.e.; lighting, sockets, etc,
c) Size of cable supplying panel
d) where to isolate feeder cable
(v)

Shall be generally not less than 75mm x 50mm
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2.15

EARTHING
The earthing of the installation shall comply with the following requirements;(i)

It shall be carried out in accordance with the appropriate sections of the current
edition of the Regulations, for the Electrical Equipment of Buildings issued by
Institute of Electrical Engineers of Great Britain.

(ii)

At all main distribution panels and main service positions a 25mm x 3mm
minimum cross sectional area Copper tape shall be provided and all equipment
including the lead sheath and armouring of cables, distribution boards and metal
frames shall be bonded thereto.
The earth tape in Sub-clause (ii) shall be connected by means of a copper tape
or cable of suitable cross sectional area to an earth electrode which shall be a
copper earth rod (see later sub-clause).

(iii)

(iv)

All tapes to be soft high conductivity copper, untinned except where otherwise
specified and where run underground on or through walls, floors, etc., it shall be
served with corrosion resisting tape or coated with corrosion compound and
braided
(v)
Where the earth electrode is located outside the building a removable test link
shall be provided inside the building as near as possible to the point of entry to
the tape, for isolating the earth electrode for testing purposes.
(vi)
Earthing of sub-main equipment shall be deemed to be satisfactory where the
sub-main cables are M.I.C.S. or conduit with separate earth wire, and installation
is carried out in accordance with the figures stated in the current edition of the
I.E.E Regulations.
(vii) Where an earth rod is specified (see Sub-clause (iii) it shall be proprietary
manufacture, solid hand drawn copper of 15mm diameter driven into the ground
to a minimum depth of 3.6m . It shall be made up to 1.2m sections with internal
screw and socket joints and fitted with hardened steel tip and driving cap.
(viii) Earth plates will not be permitted
(ix)
Where an earth rod is used the earth resistance shall be tested in the manner
described in the current edition of the IEE Regulations, by the Sub-Contractor in
the presence of the Engineer and the Sub-Contractor shall be responsible for the
supply of all test equipment.
(x)
Where copper tape is fixed to the building structure it structure it shall be by
means of purpose made non-ferrous saddles which space the conductor away
from the structure a minimum distance of 20mm. Fixings, shall be made using
purpose made plugs; No fixings requiring holes to be drilled through the tape
will be accepted.
(xi)
Joints in copper tape shall be tinned before assembly riveted with a minimum of
two copper rivets and seated solid.
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(xii)

Where holes are drilled in the earth tape for connection to items of equipment
the effective cross sectional area must not be less than required to comply with
the IEE regulations.

(xiii) Bolts, nuts and washers for any fixing to the earth tape must be of non-ferrous
material.
(xiv)
2.16

Attention is drawn to the need for the earthing metal parts of lighting fittings and
for bonding ball joint suspension in lighting fittings.

CABLES AND FLEXIBLE CORDS
All cables used in this Sub-Contract shall be manufactured in accordance with the
current appropriate Kenya standard Specification which are as follows:P.V.C. Insulated Cables and Flexible Cords

-

Ks 04-192:1988

PVC Insulated Armoured Cables

-

Ks 04-194:1990

Armouring of Electric cables

-

Ks 04-290:1987

The successful Sub-Contractor will, at the Engineers discretion be required to submit
samples of cables for the Engineers approval; the Engineer reserves the right to call for
the cables of an alternative manufacture without any extra cost being incurred.
P.V.C. insulated cables shall be 500/1000 volt grade. No cables smaller than 1.5mm²
shall be used unless otherwise specified. The installation and the finish of cables shall
be as detailed in later clauses. The colour of cables shall conform with the details stated
in the “Cable Braid and insulation Colours” Clause.
2.17

ARMOURED P.V.C. INSULATED AND SHEATHED CABLES:
Shall be 600/1000 volt grade manufactured to Ks 04-194:1988 and Ks 04-187/188 with
copper stranded conductors.
The wire armour of the cable shall be used wholly as an earth continuity conductor and
the resistance of the wire armour shall have a resistance not more than twice of the
largest current carrying conductor of the cable.
P.V.C./S.W.A./P.V.C. cables shall be terminated using “Telecom” “B” type or
approved equal or approved equal glands and a P.V.C. tapered sleeve shall be provided
to shroud each gland.
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Where cables rise from floor level to switchgear etc., they shall be protected by P.V.C.
conduit, to a height of 600mm from finished floor level, whether the cable is run on the
surface or recessed into the wall.
2.18

CABLE SUPPORTS, MARKERS AND TILES
All PVC/SWA/PVC cables run inside the building shall be fixed in rising ducts or on
ceilings by means of die cost cables hooks or clamps, or appropriate size to suit cables,
fixed by studs and back nuts to their channel sections.
Alternatively, fixing shall be by BICC claw type cleating system with die-cast cleats
and galvanized mild steel back straps or similar approved equal method. For one or two
cables run together the cleats shall be fixed a special channel section supports or
backstraps described above which shall in turn be secured to walls or ceilings of ducts
by rawbolts.
In excessively damp or corrosive atmospheric conditions special finishes may be
required and the Sub-contractor shall apply to the Engineer for further instructions
before ordering cleats and channels for such areas.
The above type of hooks and clamps and channels or cleats and blackstraps shall also be
used for securing cables in vertical ducts.
Cables supports shall be fixed at 600mm maximum intervals, the supports being
supplied and erected under this Sub-contract. Saddles shall not be used for supporting
cables nor any other type of fixing other than one of the two methods described above
or other system which has received prior approval of the Engineer;
Cables are to be kept clear of all pipe work and the Sub-contractor shall work in close
liaison with other services Sub-contractors.
The Sub-Contractor shall include for the provision of fixing of approved type coloured
slip on cables end markers to indicate permanently the correct phase and neutral colours
on all ends.
Provision shall be made for supplying and fixing approved non-corrosive metal cable
markers to be attached to the outside of all PVC/SWA/PVC cables at 15mm intervals
indicating cable size and distinction.
Where PVC/SWA/PVC cables are outside the building they shall be laid underground
750mm deep with protecting concrete interlocking cover tiles laid over which shall be
provided and laid under this Sub-contract.
All necessary excavations and reinstatement of ground including sanding or trenches
will be carried out by the Sub-Contractor, unless otherwise stated.
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2.19

PVC INSULATED CABLES
Shall be of non-braided type as CMA reference 6491 x 600/1000/1000 volt grade
cables, or equal approved.
PVC cables shall conform to the details of the “Cables and Flexible cords” and “Cable
Braid and Insulation Colours” clauses.

2.20

HEAT RESISTING CABLES
Final connections to cookers, water heaters, etc., shall be made using butyl rubber
insulated cable as CMA reference 610 butyl (Single core 600/1000 Volt).
This type of cable shall be used in all instances where a temperature exceeding 100°F,
but not exceeding 150°F is likely to be experienced. Final connections to all lighting
fittings (and other equipment where a temperature in excess of 150°c likely to be
experienced) shall be made using silicon rubber insulated cable or equal and approved.

2.21

FLEXIBLE CORDS
Shall be in accordance with the “Cable and Flexible Cords” clause. No cord shall be
less than 24/0.2mm in size unless otherwise specified.
Circular white twin TRS flex shall be used for plain pendant fittings up to 100 watts.
For all other types of lighting fittings the flexible cable shall be silicone rubber
insulated.
No polythene insulated flexible cable shall be used in any lighting fitting or other
appliance (see “Heat Resisting Cables” Clause 30).

2.22

CABLE ENDS AND PHASE COLOURS
All cable ends connected up in switchgear, MCB panels etc;, shall have the insulation
carefully cut back and the ends sealed with Heller man rubber slip on cable end
markers.
The markers shall be of appropriate phase colour for switch and all other live feeds to
the details of the “Cable Insulation Colours” clause. Black cable with black end
markers shall only be used for neutral cables.

2.23

CABLE INSULATION COLOURS
Unless otherwise stated in later clauses the insulation colours shall be in accordance
with the following table.
Where other systems are installed the cable colours shall be in accordance with the
details stated in the appropriate clause.
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SYSTEM

INSULATION COLOUR

CABLE END
MARKER

Main and Sub-Main
a) Phase

Red

Red

b) Neutral

Black

Black

a) Phase

Red

Red

b) Neutral

Black

Black

1) Sub-Circuits
Single Phase

2.24

SUB-CIRCUIT WIRING
For all lighting and sockets wiring shall be carried out in the “looping in” system and
there shall be no joints whatsoever. No lighting circuits shall comprise more than 20
points when protected by 10A MCB. Cables with different cross-section area of copper
shall not be used in combination.
Lighting circuits P. V.C. cable 1.5mm² for all lighting circuits indicated on the drawing.
Power circuits P.V.C cable (minimum sizes).
(i)
2.5mm² for one, two or three 5Amp sockets wired in parallel.
(ii)

2.5mm² for one 15Amp socket.

(iii)

2.5mm² for maximum of ten switched 13 Amp sockets wired from 30 Amp
MCB.
The wiring sizes for lighting circuits and sockets are shown on the drawings. In such
cases, the sizes shown on the drawings shall prevail over the sizes specified.
Wiring sizes for other appliances shall be shown on the drawing or specified in later
clauses of this specification.
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2.25

SPACE FACTOR
The maximum number of cables that may be accommodated in a given size of conduit
or trunking or duct is not to exceed the number in Tables B.5 and B.6 or as stated in
Regulation B.91, B.117 and B.118 of the I.E.E Regulations whichever is appropriate.

2.26

INSULATION
The insulation resistance to earth and between poles of the whole wiring system, fittings
and lumps, shall not be less than the requirements of the latest edition of the I.E.E
Regulations. Complete tests shall be made on all circuits by the Sub-contractor before
the installations are handed over.
A report of all tests shall be furnished by the Sub-Contractor to the Engineer. The
Engineer will then check test with his own instruments if necessary.

2.27

LIGHTING SWITCHES
These shall be mounted flush with the walls, shall be contained in steel or alloy boxes
and shall be of the gangs ratings and type shown in the drawings. They shall be as
manufactured by M.K. Electrical Ltd., or other equal and approved to KS 04 – 247:
1988

2.28

SOCKETS AND SWITCHED SOCKETS
These shall be flush pattern in steel/pvc box and shall be of the gangs and type specified
in the drawings.
They shall be 13- Amp, 3-pin, shuttered, switched and as manufactured by “M.K.
Electrical Co. Ltd.”, or other approved equal to KS 04 – 246: 1987

2.29

FUSED SPUR BOXES
These shall be flush, D.P switched as in steel/pvc box and of type and make specified in
the drawings complete with pilot light and as manufactured by “M. K. Electrical
Company Ltd”, or other approved equal. KS 04 – 247: 1988

2.30

COOKER OUTLETS
These shall be flush mounted with 13-A switched socket outlet and neon indicator
Lamps.
The cooker control units shall be as manufactured by “M.K. Electrical Company Ltd”,
or other approved equal KS 04 – 247: 1988
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2.31

CONNECTORS
Shall be specified in the drawings and appropriate rating. These shall be fitted at all
conduit box lighting point outlets for jointing of looped P.V.C cables with flexible
cables of specified quality.

2.32

LAMPHOLDERS
Shall be of extra heavy H.O skirted and shall be provided for every specified lighting
fitting and shall be B.C;, E.S;, or G.E.S as required. All E.S. and G.E.S. holders shall be
heavy brass type (except for plain pendants where the reinforced bakelite type shall be
used). The screwed cap of the E.S and G.E.S. holders shall be connected to the neutral.
Where lamp holders are supported by flexible cable, the holders shall have “cord grip”
arrangements and in the case of metal shades earthing screws shall be provided on each
of the holders.
The Sub-Contractor must order the appropriate type of holder when ordering lighting
fittings, to ensure that the correct types of holders are provided irrespective of the type
normally supplied by the manufacturers.

2.33

LAMPS
All lamps shall be suitable for normal stated supply voltage and the number and sizes of
lamps detailed on the drawings shall be supplied and fixed. The Sub-Contractor must
verify the actual supply voltage with the supply authority before ordering the lamps.
Tungsten filament lamps shall be manufactured in accordance with KS 04 – 112:1978
for general service lamps and KS 04 – 307:1985 for lamps other than general services.
Tubular fluorescent lamps shall comply with KS 04 – 464:1982
Pearl lamps shall be used in all fittings unless otherwise specified.

2.34

LIGHTING FITTINGS AND STREET LIGHTING LANTERNS
This Sub-Contract shall include for the provision, handling charges, taking the delivery,
safe storage, wiring (including internal wiring) assembling and erecting of all lighting
fittings shown on the drawings.
All fittings and pendants shall be fixed to the conduit boxes with brass R/H screws.
These to be in line with metal finish of fittings. The lighting fittings are detailed for the
purpose of establishing a high standard of finish and under no circumstances will
substitute fittings be permitted.
In case of rectangular shaped ceiling fittings, the extreme ends of the fittings shall be
secured to suitable support in addition to the central conduit box fittings. Supports shall
be provided and fixed by the Sub-Contractor.
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The whole of the metal work of each lighting fittings shall be effectively bonded to
earth. In the case of ball and/or knuckle joints short lengths of flexible cable shall be
provided, bonded to the metal work on either side of the joints. If the above provisions
are not made by the manufacturers -, the Sub-contractor shall include cost of additional
work necessary in his tender. See “Flexible Cords” clause for details of internal wiring
of lighting fittings. Minimum size of internal wiring shall be 20/0.20mm (23/0067).
Each lighting fitting shall be provided with number type and size of lamps as detailed on
the drawings. It is to be noted that some fittings are suspended as shown on the
drawings.
Where two or more points are shown adjacent to each other on the drawings, e.g socket
outlet and telephone outlet, they shall be lined up vertically or horizontally on the centre
lines of the units concerned.
Normally, the units shall be lined up on vertical centre lines, but where it is necessary to
mount units at low level they shall be lined up horizontally.
2.35

POSITIONS OF POINTS AND SWITCHES
Although the approximate positions of all points are shown on the drawings, enquiry
shall be made as to the exact positions of all M.C.B panels, lighting points, socket
outlets etc, before work is actually commenced. The Sub-contractor must approach the
Architect with regard to the final layout of all lights on the ceiling and walls.
The Sub-contractor must consult with the Engineer in liaison with the Clerk of Works,
or the General Foreman on site regarding the positions of all points before fixing any
conduit etc. The Sub-Contractor shall be responsible for all alterations made necessary
by the non-compliance with the clause.

2.36

2.37

STREET/SECURITY OUTDOOR LIGHTING COLUMNS:
The column shall be at a minimum of 225mm in the ground on 75mm thick concrete
foundations and the pole up to 150mm shall be surrounded with concrete. The top
bracket and plain section of the columns shall be common to and interchangeable with
all brackets with maximum mismatching tolerance of 3mm between any pole and
bracket. After manufacture and before erection the columns shall be treated with an
approved mordant solution which shall be washed off and the whole allowed to dry.
Thereafter, the columns shall be painted with one undercoat and two coats of gloss paint
to an approved colour. All columns shall be complete with fused cut-outs.
TIMING CONTROL SWITCH
These shall be installed where shown on the drawings. Photocell timing control circuits
which will operate ‘on’ with a specified level of darkness and ‘off’ with a given level of
light. The initial adjustment will be done with approval of the Electrical Engineer.
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2.38

WIRING SYSTEM FOR STREETLIGHTING
Cables shall be as indicated on the drawings, and shall be laid in a cable trench 450mm
deep along the road sides and 600mm deep across the roads and 900mm away from the
road kerb or 1500mm away from the edges of the road. ‘Loop-in’ and ‘Loop-out’
arrangement shall be used at every pole. Wiring to the lanterns on each pole shall be
with 1.5mm² PVC twin insulated and sheathed cable with earth wire shall be laid at least
600mm below the finished road level on a compact bed of murram at least 50mm thick
and covered with a concrete surrounded 150mm thick.

2.39

METAL CONTROL PILLAR
These shall be metal clad and fabricated as per contract drawings and specification. The
Sub-Contractor shall supply, install, test and commission control pillars including
supplying, fixing connecting switchgears as detailed on the appropriate drawings.

2.40

CURRENT OPERATED EARTH LEAKAGE CIRCUIT BREAKER
Current operated earth leakage circuit breaker shall conform to B.S.S. 4293:68 rated at
240 volts D.P. 50 cycles A.C. Mains.
The breaker shall be provided with test switch and fitted in weather proof enclosure for
surface mounting. The rated load current and earth fault operating current shall be as
specified in the drawings. These shall be as manufactured by Crabtree, Siemens or
other equal and approved.

2.41

M.V. SWITCHBOARD AND SWITCHGEAR
The switchboard shall be manufactured in accordance with KS04-226 which coordinates the requirements for electrical power switchgear and associated apparatus. It
is not intended that this K.S. should cover the requirements for specified apparatus for
which separate Kenyan Standard exist. All equipment and material used in the
switchboard shall be in accordance with the appropriate Kenya Standard.

The switchboard shall comprise the equipment shown on the drawings together with all
current transformers, auxiliary fuses, labels, small wiring and interconnections necessary for
the satisfactory operation of the switchboard
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Switchboard shall be of the flush fronted, enclosed, metal clad type with full front or rear
access as
called for in the particular specifications, suitable for indoor use,
sectionalized as necessary to facilitate transport and erection. The maximum height of
the switchboard is to be approximately 2.0 meters. A suitable connection chamber
containing all field terminals shall be provided at the top or bottom of the switchboard as
appropriate.
Before manufacture, the Sub-Contractor shall submit to the consulting Engineer for
approval of detailed drawings showing the layout, construction and connection of the
switchboard.
All bus-bars and bus-bar connections shall consist of high conductivity copper and be
provided in accordance with KS 04-226: 1985. The bus-bars shall be clearly marked
with the appropriate phase and neutral colours which should be red, yellow, blue for the
phases and black for neutral. The bus-bars shall be so arranged in the switchboard that
the extensions to the left and right may be made in the future with ease should the need
arise.
Small wiring, which will be neatly arranged and cleated, shall be executed in
accordance with B.S. 158 and the insulation of the wiring shall be colored according to
the phase or neutral connection.
Switches and fuse switches, shall be in strict accordance with KS04-183:1978 Class 2
switches. Means of locking the switch in the “OFF” position shall be provided.
All fuse switches shall comply with KS04-183:1978, PARTS 2 and 3 a fault rating at
least equal to the fault rating of the switchboard in which they are installed. Cartridge
fuse links to KS 04-183:1978 category A.C. 46, class Q1 and fusing factor not
exceeding 1.5 shall be supplied with each fused switch.
Mounting arrangements shall be such that individual complete fuse switches may be
disconnected and withdrawn when necessary without extensive dismantling work.
When switches are arranged in their formation all necessary horizontal and vertical
barriers shall be provided to ensure segregation from adjacent units. Means of locking
the switch in the “OFF” position shall be provided.
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2.42

STEEL CONDUITS AND STEEL TRUNKING
Conduits shall be of heavy gauge class “B” welded to Standard specification KS 04180:1985. In no case will conduit smaller than 20mm diameter be used on the works.
Conduits installed within buildings shall be black enameled finish except where
specified otherwise. Where installed externally or in damp conditions they shall be
galvanized. Conduit fittings, accessories or equipment used in conjunction with
galvanized conduits shall also be galvanized or otherwise as approved by the service
engineer.
Metal trunking shall be fabricated from mild steel of not less than 18 swg. All sections
of trunking shall be rigidly fixed together and attached to the framework or fabric or the
building at intervals of not less than 1.2m. Joint trunking shall not overhang fixing
points by more than 0.5m.
All trunking shall be made electrically continuous by means of 25 x 3mm copper links
across each joint and where the trunking is galvanized, the links shall be made by
galvanized flat iron strips.
All trunking fittings (i.e. Bends, tees, etc) shall leave the main through completely clear
of obstructions and continuously open except through walls and floors at which points
suitable fire resisting barriers shall be provided as may be necessary. The inner edge of
bends and tees shall be chamfered where cables larger than 35mm² are employed.
Where trunking passes through ceilings and walls the cover shall be solidly fixed to
150mm either side of ceilings and floors and 50mm either side of walls.
Screws and bolts securing covers to trunking or sections of covers together shall be
arranged so that damage to cables cannot occur either when fixing covers or when
installing cables in the trough.
Where trunking is used to connect switchgear of fuse boards, such connections shall be
made by trunking fittings manufactured for this purpose and not by multiple conduit
couplings.
Where vertical sections of trunking are used which exceed 4.5m in length, staggered tie
off points shall be provided at 4.5m intervals to support the weight of cables.
Unless otherwise stated, all trunking systems shall be painted as for conduit.
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Where a wiring system incorporates galvanized conduit and trunking, the
trunking shall be deemed to be galvanized unless specified otherwise.
The number of cables to be installed in trunking shall be such as to permit easy drawing
in without damage to the cables, and shall in no circumstances be such that a space
factor of 45% is exceeded.
Conduit and trunking shall be mechanically and electrically continuous. Conduit shall
be tightly screwed between the various lengths so that they butt at the socketed joints.
The internal edges of conduit and all fittings shall be smooth, free from burrs and other
defects. Oil and any other insulating substance shall be removed from the screw
threads; where conduits terminate in fuse-gear, distribution boards, adaptable boxes,
non-spouted switchboxes, etc., they shall, unless otherwise stated, be connected thereto
by means of smooth bore male brass bushes, compression washers and sockets. All
exposed threads and abrasions shall be painted using an oil paint for black enamelled
tubing and galvanizing paint for galvanized tubing immediately after the conduits are
erected. All bends and sets shall be made cold without altering the section of the
conduit. The inner radius of the bed shall not be less than four (4) times the outside
diameter of the conduit. Not more than two right angle bends will be permitted without
the inter-position of a draw-in-box. Where straight runs of conduit are installed, drawin-boxes shall be provided at distances not exceeding 15mm. No tees, elbows, sleeves,
either of inspection or solid type, will be permitted.
Conduit shall be swabbed out prior to drawing in cables, and they shall be laid so as to
drain of all condensed moisture without injury to end connections.
Conduits and trunking shall be run at least 150mm clear of hot water and steam pipes,
and at least 75mm clear of cold water and other services unless otherwise approved by
the services engineer.
All boxes shall conform to KS 04 – 668: 1986, to be of malleable iron, and black
enamelled or galvanized according to the type of conduit specified. All accessory boxes
shall have threaded brass inserts.
Box lids where required shall be heavy gauge metal, secured by means of zinc plated or
cadmium plated steel screws.
All adaptable boxes and lids of the same size shall be interchangeable.
Boxes used on surface work are to be tapped or drilled to line up with the conduit fixed
in distance type saddles allowing clearance between the conduit and wall without the
need for setting the conduit.
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Where used in conjunction with mineral insulated copper sheathed cable, galvanized
boxes shall be used and painted after erection.
Draw-in boxes in the floors are generally to be avoided but where they are essential they
must be grouped in positions approved by the services engineer and covered and by the
suitable floor traps, with non-ferrous trays and covers.
The floor trap covers are to be recessed and filled in with a material to match the floor
surface.
The Sub-contractor must take full responsibility for the filling in of all covers, but the
filling in material will be supplied and the filling carried out by the main building
contractor.
Where buried in the ground outside the building the whole of the buried conduit is to be
painted with two coats of approved bitumastic composition before covering up.
Where run on the surface, unpainted fittings and joints shall be painted with two coats of
oil bound enamel applied to rust and grease free metalwork.
2.43

TESTING ON SITE
The Sub-contractor shall conduct during and at the completion of the installation and, if
required, again at the expiration of the maintenance period, tests in accordance with the
relevant section of the current edition of the Regulations for the electrical equipment of
buildings issued by the I.E.E of Great Britain, the Government Electrical Specification
and the Electric Supply Company’s By-Laws.
(a)

Tests shall be carried out to prove that all single pole switches are installed in the
‘live’ conductor.

(b)

Tests shall be carried out to prove that all socket outlets and switched socket
outlets are connected to the ‘live’ conductor in the terminal marked as such, and
that each earth pin is effectively bonded to the earth continuity system. Tests
shall be carried out to verify the continuity of all conductors of each ‘ring’ circuit.
(c) Phase tests shall be carried out on completion of the installation to ensure that
correct phase sequence is maintained throughout the installation. Triplicate copies
of the results of the above tests shall be provided within 14 days of the witnessed
tests and the Sub-contractor will be required to issue to the service engineer the
requisite certificate upon completion as required by the regulations referred to
above.
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(d)

Any faults, defects or omissions or faulty workmanship, incorrectly positioned or installed
parts of the installation made apparently by such inspections or tests shall be rectified by the
Sub-contractor at his own expense.

(e)

The Sub-contractor shall provide accurate instruments and apparatus and all labour
required to carry out the above tests. The instruments and apparatus shall be made
available to the services engineer to enable him to carry out such tests as he may require.
The Sub-contractor shall generally attend on other contractors employed on the project
and carry out such electrical tests as may be necessary.
The Sub-contractor shall test to the services engineer’s approval and as specified
elsewhere in this specification or in standards and regulations already referred to, all
equipment, plant and apparatus forming part of the works and before connecting to any
power or other supply and setting to work.
Where such equipment, etc., forms part of or is connected to a system whether primarily
or of an electrical nature or otherwise ( e.g. air conditioning system) the Sub-contractor
shall attend on and assist in balancing, regulating testing and commissioning, or if
primarily an electrical or other system forming part of works, shall balance, regulate,
test and commission the system to the service engineer’s approval.
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APPENDIX TO GENERAL SPECIFICATIONS OF MATERIALS AND WORKS
The electrical sub-contractor shall comply with the following:1.

Government Electrical Specifications No. 1 and No. 2.

2.

All requirements of Kenya Power and Lighting Company Limited
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SECTION V1

SCHEDULE OF CONTRACT DRAWINGS

SCHEDULE OF CONTRACT DRAWINGS

(THERE ARE NO DRAWINGS IN THIS CONTRACT)
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SECTION VII

BILLS OF QUANTITIES

Notes for preparing Bills of Quantities
1.0

Preamble to Bill of Quantities
a)

The Bill of Quantities shall form part of the Contract Documents and is to be read in conjunction
with the Instructions to Tenderers, Conditions of Contract Parts I and II, Specifications and
Drawings.

b)

The brief description of the items in the Bill of Quantities is purely for the purpose of
identification, and in no way modifies or supersedes the detailed descriptions given in the
conditions of Contract and Specifications for the full direction and description of work and
materials.

c)

The Quantities set forth in the Bill of Quantities are estimated and provisional, representing
substantially the work to be carried out, and are given to provide a common basis for tendering
and comparing of Tenders. There is no guarantee to the Contractor that he will be required to
carry out all the quantities of work indicated under any one particular item or group of items in
the Bill of Quantities. The basis of payment shall be the Contractor’s rates and the quantities of
work actually done in fulfilment of his obligation under the Contract.

d)

The prices and rates inserted in the Bills of Quantities will be used for valuing work executed, and
the Engineer will measure the whole of the works executed in accordance with this Contract.

e)

A price or rate shall be entered in ink against every item in the Bill of
exception of items, which already have provisional sums, affixed thereto.
reminded that no “nil” or “included” rates or “lump-sum” discounts will be
for various items should include discounts if any. Tenderers who fail
disqualified.

f)

Provisional sums (including Day works) in the Bill of Quantities shall be expended in whole or in
part at the discretion of the Engineer in accordance with Sub-clause 52.4 and Clause 58 of part of
the Conditions of Contract.

g)

The price and rates entered in the Bill of Quantities shall, except insofar as it is otherwise
provided under the Contract, include all Constructional plant to be used, labour, insurance,
supervision, compliance, testing, materials, erection, maintenance or works, overheads and
profits, taxes and duties together with all general risks, liabilities and obligations set out or
implied in the Contract, transport, electricity and telephones, water, use and replenishment of all
consumables, including those required under the Contract by the Engineer and his staff.

h)

Errors will be corrected by the Employer for any arithmetic errors in computation or summation
as follows:

(a)

Quantities with the
The Tenderers are
accepted. The rates
to comply will be

Where there is a discrepancy between amount in words and figures, the amount in words
will govern; and

2.0

(b)

Where there is a discrepancy between the unit rate and the total amount derived from the
multiplication of the unit price and the quantity, the unit rate as quoted will govern,
unless in the opinion of the Employer, there is an obviously gross misplacement of the
decimal point in the unit price, in which event the total amount as quoted will govern and
the unit rate will be corrected.

(c)

If a Tenderer does not accept the correction of errors as outlined above, his Tender will
be rejected.

i)

The Bills of Quantities, unless otherwise expressly stated therein, shall be deemed to have been
prepared in accordance with the principles of the latest edition of the Civil Engineering Standard
Method of Measurement (CESMM).

j)

“Authorized” “Directed” or “Approved” shall mean the authority, direction or approval of the
Engineer.

k)

Unless otherwise stated, all measurements shall be net taken on the finished work carried out in
accordance with the details shown on the drawings or instructed, with no allowance for extra cuts
or fills, waste or additional thickness necessary to obtain the minimum finished thickness or
dimensions required in this Contract. Any work performed in excess or the requirements of the
plans and specifications will not be paid for, unless ordered in writing by the Engineer.

l)

(a) Hard material, in this Contract, shall be defined as the material which, in the opinion of the
Engineer, require blasting, or the use of metal wedges and sledgehammers, or the use of
compressed air drilling for their removal, and which cannot be extracted by ripping with a dozer
tractor of at least 150 brake horse power (112 kilowatt) with a single, rear-mounted, hydraulic
ripper. Boulders of more than 0.2m3 occuring in soft material shall be classified as hard material
(b) Soft material shall be all material other than hard material.

The objectives of the Bills of Quantities are;
(a)
to provide sufficient information on the quantities of Works to be performed to enable tenders to
be prepared efficiently and accurately; and

(b)

When a Contract has been entered into, to provide a priced Bills of Quantities for use in the
periodic valuation of Works executed.
In order to attain these objectives, Works should be itemized in the Bills of Quantities in
sufficient detail to distinguish between the different classes of Works, or between Works of the
same nature carried out in different locations or in other circumstances which may give rise to
different considerations of cost. Consistent with these requirements, the layout and content of the
Bills of Quantities should be as simple and brief as possible.

3.0

The Bills of Quantities should be divided generally into the following sections:
(a)

Preliminaries.

The preliminaries should indicate the inclusiveness of the unit prices, and should state the
methods of measurement which have been adopted in the preparation of the Bills of Quantities
and which are to be used for the measurement of any part of the Works.

The number of preliminary items to be priced by the tenderer should be limited to tangible items
such as site office and other temporary works, otherwise items such as security for the Works
which are primarily part of the Contractor’s obligations should be included in the Contractor’s
rates.

Unit

(b)

Work Items

(i)

The items in the Bills of Quantities should be grouped into sections to
distinguish between those parts of the Works which by nature, location, access,
timing or any other special characteristics may give rise to different methods of
construction or phasing of the Works or considerations of cost. General items
common to all parts of the Works may be grouped as a separate section in the
Bills of Quantities.

(ii)

The brief description of the items in the Bill of Quantities should in no way
modify or supersede the detailed descriptions given in the Contract drawings,
Conditions of Contract and Specifications.

(iii)

Quantities should be computed net from the Drawings, unless directed
otherwise in the Contract, and no allowance should be made for bulking,
shrinkage or waste. Quantities should be rounded up or down where
appropriate.

(iv)

The following units of measurement and abbreviations are recommended for
use.

Abbreviation

Unit

Abbreviation

cubic meter

M3 or cu m

millimeter

mm

hectare

ha

month

mon

hour

h

number

nr

kilogram

kg

square meter

m2 or sq m

square millimeter

mm2 or sq mm

week

wk

lump sum
sum
meter
m
metric ton (1,000 kg)
t

(v)

The commencing surface should be identified in the description of each item for
Work involving excavation, boring or drilling, for which the commencing
surface is not also the original surface. The excavated surface should be
identified in the description of each item for Work involving excavation for
which the excavated surface is not also the final surface. The depths of Work
should be measured from the commencing surface to the excavated surface, as
defined.

(c) Day work Schedule
A Day work Schedule should be included if the probability of unforeseen work, outside the items
included in the Bills of Quantities is relatively high. To facilitate checking by the Employer of
the realism of rates quoted by the tenderers, the Day work Schedule should normally comprise:

(i)

a list of the various classes of labour, and materials for which basic Day work rates or
prices are to be inserted by the tenderer, together with a statement of the conditions
under which the Contractor will be paid for Work executed on a Day work basis;
and

(ii)

a percentage to be entered by the tenderer against each basic Day work Subtotal amount
for labour, materials and plant representing the Contractor’s profit, overheads,
supervision and other charges.

(d) Provisional Quantities and Provisional Sums

(i)

Provision for quantity contingencies in anyparticular tem or class of Work with
a high expectation of quantityoverrun should be made by entering specific
“Provisional Quantities” or “Provisional Items” in the Bills of Quantities, and
not by increasing the quantities for that item or class of Work beyond those of
the Work normally expected to be required. To the extent not covered above, a
general provision for physical contingencies (quantity overruns) should be
made by including a “Provisional Sum” in the Summary of the Bills of
Quantities. Similarly, a contingency allowance for possible price increases
should be provided as a “Provisional Sum” in the Summary of the Bills of
Quantities. The inclusion of such provisional sums often facilitates budgetary

approval by avoiding the need to request periodic supplementary approvals as
the future need arises.

(ii)

Provisional Sums to cover specialized works normally carried out by
Nominated Sub Contractors should be avoided and instead Bills of Quantities of
the specialised Works should be included as a section of the main Bill of
Quantities to be priced by the Main Contractor. The Main Contractor should be
required to indicate the name (s) of the specialised firms he proposes to engage
to carry out the specialized Works as his approved domestic sub-contractors.
Only Provisional Sums to cover specialized Works by statutory authorities
should be included in the Bills of Quantities.

(iii)

Unless otherwise provided in the Contract, the Provisional Sums included in the
Bills of Quantities should always be expended in whole or in part at the
discretion of the Engineer after full consultation with the Employer.

(e) Summary
The Summary should contain a tabulation of the separate parts of the
Bills of Quantities carried forward, with Provisional Sums for Day works,
physical (quantity) contingencies, and price contingencies (upward price
adjustment) where applicable.

ITEM
1
2
3
4
5
6
7
8

CONTRACT PRELIMINARIES
DESCRIPTION
Discrepancies Clause 1.02
Site Location clause 1.06.
Scope of Contract works Clause 1.08
Firm Price Contract Clause 1.12
Bond Clause 1.15
Government Legislation and Regulation Clause
1.16
Insuarance company Fee Clause 1.18
Sample and Materials Generally Clause 1.21

9 Contractors office in Kenya Clause 1,23
10 Setting to work and Regulating system clause
1.29
11 Identification of Plant Compponents Clause
1.30
12 Working Drawings Clause 1.32
13 Record Drawings (As Installed)and
instructions
Clause 1.33
14 Maitanance Manual Clause 1.34
15 Hand Over Clause 1.35
16 Painting Clause 1.36
17 Testing and Inspection-Manufactured Plant
Clause 1.38
18 Testing and Inspection-Installtion Clause 1.39
19
20
21
22

Storage of Materials Clause 1.41
Initial Maintanance Clause 1.42
Temporary Works Clause 1.63

Supervision by Engineer and Site Meetings
Clause 1.67

23 Contractors Obligation and Employers

Obligation Clause 1.69
24 Any Other Preliminaries
Total Carried to Grand summary page

CP

QTY

UNIT

RATE

AMOUNT

NAROMORU HOSPITAL- GROUND FLOOR
ITEM DESCRIPTION
Supply, install, test and commission the
following:
1.00 Lighting points
1.01 Lighting points wired with 3x 1.5mm² SC
cables drawn in 20mm Φ HG/PVC conduit
concealed in the building fabric and all
necessary accessories excluding switches for:
a) One way switching
b) Two way switching
c) Two way switching with Intermediate
switch
2.00 Lighting Fittings complete with bulbs and
tubes of appropriate wattage and colour
rendering
2.01 1 x 36W, 1200mm linear fluorescent LED
fitting as ensave or approved equivalent
2.02 80W, Round fitting as thorn Danube or
approved equivalent.
2.03 6 in Φ recessed light fixtures with wthite
trim finishes
3.00 Switches
3.01 5A ; 1 Gang 1 Way white molded plate
switch as Crabtree or approved equivalent
3.02 5A ; 1 Gang 1 Way switch with a pull chord
as Crabtree or approved equivalent
3.03 5A ; 2 Gang 1 Way white molded plate
switch as Crabtree or approved equivalent
3.04 5A ; 1 Gang 2 Way white molded plate
switch as Crabtree or approved equivalent
3.05 5A ; 2 Gang 2 Way white molded plate
switch as Crabtree or approved equivalent
3.06 5A ; Intermediate, white molded plate
switch as Crabtree or approved equivalent
3.07 3 way dimmer switch as Crabtree or
approved equivalent
collection for pg 1
pg1

QTY UNIT RATE

174
32

No
No

3

No

158

No

32

No

24

No

26

No

4

No

4

No

18

No

2

No

2

No

2

No

AMOUNT

ITEM DESCRIPTION
4.00 Power points
4.01 Socket Outlets
a) Ring mains power points wired with 3x
2.5mm² SC cables drawn in 25mm Φ
HG/PVC conduit concealed in the building
fabric and all necessary accessories
b) 13A Twin Switched Socket outlet as
Crabtree or approved equivalent, flush
mounted
c) Blank covers for 7 No provisional twin
socket outlets along the corridors
4.02 Instant water heater and Hand drier
Power points
a) Power points wired with 3x 4.0 mm² SC
cables drawn in 25mm Φ HG/PVC conduit
concealed in the building fabric and all
necessary accessories
b) 20A plastic molded switched DP switch
with neon light as Crabtree or approved
equivalent
c) 20A unfused connection unit with cord
outlet as Crabtree or an approved equivalent
d) Wiring for the DP switch to the unfused
connection unit in 3 x 4mm² SC/PVC
insulated copper cables drawn in 25mm Φ
HG/PVC conduits
5.00 Supply
5.01 12Way; 100A SPN consumer unit as
Crabtree or approved equivalent
5.02 2 Way; 100A consumer unit as Crabtree or
approved equivalent
5.03 Miniature circuit breakers for item (5.01) and
item (5.02) above
a) 10A SP MCB as Crabtree or approved
equivalent
b) 20A SP MCB as Crabtree or approved
equivalent

QTY UNIT RATE

90

No

90

No

10

No

4

No

4

No

4

No

4

No

3

No

2

No

12

No

4

No

AMOUNT

c) 32A SP MCB as Crabtree or approved
equivalent

4

No

5.04 3 x 16mm² PVC SC cable drawn in 50mm Φ
PVC H/G conduit from the meter board to
100
LM
the consumer units in item (5.01) & item (
5.02)
collection from above
collection for pg 1
collection for above
Sub- Total for Ground Floor c/f to Summary page
Pg 2

FIRST FLOOR
ITE
M

DESCRIPTION
Supply, install, test and commission the
following:

QTY UNIT RATE

1.00 Lighting points
1.01 Lighting points wired with 3x 1.5mm² SC cables
drawn in 20mm Φ HG/PVC conduit concealed in
the building fabric and all necessary accessories
excluding switches for:
a) One way switching
b) Two way switching
c) Two way switching with Intermediate switch
2.00 Lighting Fittings complete with bulbs and
tubes of appropriate wattage and colour
rendering
2.01 1 x 36W, 1200mm linear fluorescent LED fitting
as ensave or approved equivalent
2.02 80W, Round fitting as thorn Danube or
approved equivalent.
3.00 Switches
3.01 5A ; 1 Gang 1 Way white molded plate switch as
Crabtree or approved equivalent
3.02 5A ; 1 Gang 1 Way switch with a pull chord as
Crabtree or approved equivalent
3.03 5A ; 2 Gang 1 Way white molded plate switch as
Crabtree or approved equivalent
3.04 5A ; 1 Gang 2 Way white molded plate switch as
Crabtree or approved equivalent
3.05 5A ; 2 Gang 2 Way white molded plate switch as
Crabtree or approved equivalent
3.06 5A ; Intermediate, white molded plate switch as
Crabtree or approved equivalent

collection for pg 3
P3

150
32
3

No
No
No

118

No

32

No

29

No

4

No

8

No

6

No

2

No

3

No

AMOUNT

ITE
M
DESCRIPTION
4.00 Power points
4.01 Socket outlets
b) 13A Twin Switched Socket outlet as Crabtree
or approved equivalent, flush mounted
c) Blank covers for 7 No provisional twin socket
outlets along the corridors
4.02 Instant water heater and Hand drier Power
points
c) 20A unfused connection unit with cord outlet
as Crabtree or an approved equivalent
d) Wiring for the DP switch to the unfused
connection unit in 3 x 4mm² SC/PVC insulated
copper cables drawn in 25mm Φ HG/PVC
conduits
5.00 Supply
5.01 12 Way; 100A SPN consumer unit as Crabtree or
approved equivalent
5.02 2 Way; 100A consumer unit as Crabtree or
approved equivalent
5.03 Miniature circuit breakers for item (5.01) and
item (5.02) above
a) 10A SP MCCB as Crabtree or approved
equivalent
b) 20A SP MCCB as Crabtree or approved
equivalent
c) 32A SP MCCB as Crabtree or approved
equivalent
5.04 3 x 16.0mm² PVC SC cable drawn in 50mm Φ
PVC H/G conduit from the meter board to the
consumer units in item (5.01)

QTY UNIT RATE

95

No

9

No

8

No

8

No

3

No

1

No

12

No

8

No

4

No

120

LM

collection from above
collection from pg 3
collection from above (pg 4)
Sub- Total for First Floor c/f to Summary page
pg 4

AMOUNT

SECOND FLOOR
ITEM DESCRIPTION
Supply, install, test and commission the
following:
1.00 Lighting points
1.01 Lighting points wired with 3x 1.5mm² SC
cables drawn in 20mm Φ HG/PVC conduit
concealed in the building fabric and all
necessary accessories excluding switches
for:
a) One way switching
b) Two way switching
c) Two way switching with Intermediate
switch
2.00 Lighting Fittings complete with bulbs and
tubes of appropriate wattage and colour
rendering
2.01 1 x 36W, 1200mm linear fluorescent LED
fitting as ensave or approved equivalent
2.02 80W, Round fitting as thorn Danube or
approved equivalent.
3.00 Switches
3.01 5A ; 1 Gang 1 Way white molded plate
switch as Crabtree or approved equivalent
3.02 5A ; 2 Gang 1 Way white molded plate
switch as Crabtree or approved equivalent
3.03 5A ; 1 Gang 2 Way white molded plate
switch as Crabtree or approved equivalent
3.04 5A ; 2 Gang 2 Way white molded plate
switch as Crabtree or approved equivalent
3.05 5A ; Intermediate, white molded plate
switch as Crabtree or approved equivalent

collectionn from above
pg 5

QTY UNIT RATE

150
32

No
No

3

No

118

No

32

No

24

No

12

No

10

No

1

No

1

No

AMOUNT

ITEM DESCRIPTION
4.00 Power points
4.01 Socket Outlets
a) Ring mains power points wired with
3x 2.5mm² SC cables drawn in 25mm
Φ HG/PVC conduit concealed in the
building fabric and all necessary
accessories
b) 13A Twin Switched Socket outlet as
Crabtree or approved equivalent, flush
mounted
c) Blank covers for 7 No provisional
twin socket outlets along the corridors
4.02 Instant water heater and Hand drier
Power points.
a) Power points wired with 3x 4.0 mm²
SC cables drawn in 25mm Φ HG/PVC
conduit concealed in the building
fabric and all necessary accessories
b) 20A plastic molded switched DP
switch with neon light as Crabtree or
approved equivalent
c) 20A unfused connection unit with
cord outlet as Crabtree or an approved
equivalent
d) Wiring for the DP switch to the
unfused connection unit in 3 x 4mm²
SC/PVC insulated copper cables drawn
in 25mm Φ HG/PVC conduits
5.00 Supply
5.01 6 12Way; 100A SPN consumer unit as
Crabtree or approved equivalent
5.02 4 Way; 100A consumer unit as
Crabtree or approved equivalent
5.03 Miniature circuit breakers for item
(5.01) and item (5.02) above
a) 10A SP MCB as Crabtree or
approved equivalent
b) 20A SP MCB as Crabtree or
approved equivalent
c) 32A SP MCB as Crabtree or
approved equivalent

QTY

UNIT

90

No

55

No

7

No

18

No

18

No

6

No

6

No

3

No

3

No

12

No

18

No

2

No

RATE

AMOUNT

5.04 3 x 4160mm² PVC SC cable drawn in
50mm Φ PVC H/G conduit from the
meter board to the consumer units in
item (5.01) & item ( 5.02)
c) 32A SP MCB as Crabtree or
approved equivalent

250

LM

2

No

collectionn from above
collectionn from pg 5
collectionn from above
Sub- Total for Second Floor c/f to Summary page
pg 6

THIRD FLOOR
ITEM DESCRIPTION
Supply, install, test and commission the
following:
1.00 Lighting points
1.01 Lighting points wired with 3x 1.5mm² SC
cables drawn in 20mm Φ HG/PVC conduit
concealed in the building fabric and all
necessary accessories excluding switches
for:
a) One way switching
b) Two way switching
c) Two way switching with Intermediate
switch
2.00 Lighting Fittings complete with bulbs
and tubes of appropriate wattage and
colour rendering
2.01 1 x 36W, 1200mm linear fluorescent LED
fitting as ensave or approved equivalent
2.02 80W, Round fitting as thorn Danube or
approved equivalent.
3.00 Switches
3.01 5A ; 1 Gang 1 Way white molded plate
switch as Crabtree or approved equivalent
3.02 5A ; 2 Gang 1 Way white molded plate
switch as Crabtree or approved equivalent
3.03 5A ; 1 Gang 2 Way white molded plate
switch as Crabtree or approved equivalent
3.04 5A ; 2 Gang 2 Way white molded plate
switch as Crabtree or approved equivalent
3.05 5A ; Intermediate, white molded plate
switch as Crabtree or approved equivalent
3.06
Double Operating Ceilling mounted
Theatre Lamp,300,000 Lux, as Phillips or
An approved Equivalent

colletion from above
pg 7

QTY UNIT RATE

150
32

No
No

3

No

118

No

24

No

25

No

12

No

10

No

1

No

3

No

2

no

AMOUNT

ITEM
DESCRIPTION
4.00 Power points
4.01 Socket Outlets
a) Ring mains power points wired with
3x 2.5mm² SC cables drawn in 25mm
Φ HG/PVC conduit concealed in the
building fabric and all necessary
accessories
b) 13A Twin Switched Socket outlet as
Crabtree or approved equivalent, flush
mounted
c) Blank covers for 7 No provisional
twin socket outlets along the corridors
4.02 Instant water heater and Hand drier
Power points
a) Power points wired with 3x 4.0 mm²
SC cables drawn in 25mm Φ HG/PVC
conduit concealed in the building fabric
and all necessary accessories
b) 20A plastic molded switched DP
switch with neon light as Crabtree or
approved equivalent
c) 20A unfused connection unit with
cord outlet as Crabtree or an approved
equivalent
d) Wiring for the DP switch to the
unfused connection unit in 3 x 4mm²
SC/PVC insulated copper cables drawn
in 25mm Φ HG/PVC conduits
5.00 Supply
5.01 12Way; 100A SPN consumer unit as
Crabtree or approved equivalent
5.02 4 Way; 100A consumer unit as Crabtree
or approved equivalent
5.03 Miniature circuit breakers for item
(5.01) and item (5.02) above
a) 10A SP MCB as Crabtree or
approved equivalent
b) 20A SP MCB as Crabtree or
approved equivalent

QTY

UNIT

67

No

60

No

7

No

18

No

18

No

6

No

6

No

3

No

3

No

12

No

18

No

RATE AMOUNT

c) 32A SP MCB as Crabtree or
approved equivalent
5.04 3 x 16.0mm² PVC SC cable drawn in
50mm Φ PVC H/G conduit from the
meter board to the consumer units in
item (5.01) & item ( 5)

2

250

No

LM

collection from above
collection from pg 7
collection from above
Sub- Total for Second Floor c/f to Summary page
pg 8

CONTROL SWITCH GEAR
ITEM

DESCRIPTION

QTY

UNIT

1

Item

4
4
1

No
No
No
item

1

No

1

No

2

LM

1.00 Meter Boards
1.01 Modular type Meter Board, metal clad 14SWG,
415 mains L.V fully wired for one incoming
MCCB to have a meter viewing perspex and to be
installed semi-recessed in the wall to approval and
complete with
a) 400A TPN busbars
b) 1 No. 1-250A Ammeter
c) 1 No. 0-500V Voltmeter complete with selector
switch, 5A fuse
d) Provide space for mounting 1 No. Three phase
KPLC meter
e) Provide space for mounting 3 No. KPLC
cutouts
f) Provide space for mounting 4- way TPN DB
1.02 Install the following in the Meter Board
a) 125A KMBG switch c/w 63A HRC fuse
b) 125A adjustable TP MCCB
c) 250A Adjustable incommer MCCB
d) interconnection wiring
1.03 Earthing to KPLC approval
a) 300 x 300 x 300 mm concrete earthing chamber
complete with concrete cover
b)16mm Φ, 1500mm long pure copper earth
electrode c/w cable clamp and driving head
c) 6mm² Sc/PVC copper cable earth lead in
concealed 20mm Φ PVC conduit from meter
board to the earth pit

Sub- Total for Control Switch Gear c/f to Summary page

Pg 9

RATE

AMOUNT

ITEM

1.01
1.02
1.03
1.04
1.05
1.06
1.07
1.08

LIGHTNING PROTECTION
QTY
UNIT
DESCRIPTION
Supply, install, test and commission the
following:
Aerial termination complete with base
3
No
mounting saddles
Joint clamps
2
No
Circular test clamps
2
No
Earthing with 1500mm x15mm Φ pure
2
No
copper earth rods
25mm x 3mm pure copper tape complete
150
LM
with mounting saddles
Precast masonry inspection chamber
3
No
25mm Φ GI pps 9 (for copper tape
15
LM
protection up to 2.5m height)
Testing the lighting installation
1
ITEM

Sub- Total for Lightning Protection c/f to Summary page

RATE

AMOUNT

Pg

FIRE ALARM
ITE
M DESCRIPTION
Fire Alarm
Supply, install, test and commission the
following;
1.01 Three Zone, Digital addressable FCP panel
as Zeta or an approved equivalent
1.02 Addressable Smoke Detector points wired
with 2 x 1.5mm² fire alarm cables
1.03 Addressable photoelectric Smoke Detectors
as Zeta or an approved equivalent
1.04 Addressable Smoke detectors base as Zeta
or an approved equivalent
1.05 Addressable Sounder as Zeta
1.06 Break glass points wired with 2 x 1.5mm²
fire alarm cable

QTY

UNIT

4

No

150

No

150

No

150

No

24

No

24

No

Sub- Total for Lightning Protection c/f to
Summary page
Pg 11

RATE AMOUNT

SUMMARY FOR ELECTRICAL WORKS
ITE
M DESCRIPTION
QTY UNIT RATE
1 Total for Ground floor electrical works
2 Total for First floor electrical works
3 Total for Second floor electrical works
4 Total for Third floor electrical works
5 Total for Control Switch Gear
6 Total for Lightning protection
7 Total for Fire Alarm

Sub Total for Electrical Works c/f to Grand Summary

Pg 12

AMOUNT

PROVISIONAL SUMS
ITEM DESCRIPTION

AMOUNT

1 Allow for a Provisional sum of kenya shillings
Two Hundred Thousand(200,000/=) for Project
Management expencies
2 Allow for a Provisional sum of kenya shillings
One Million (1,000,000/=) for Contigencies only

Sub Total for Electrical Works c/f to Grand
Summary
Pg13

GRAND SUMMARY
DESCRIPTION
CONTRACTOR

ITEM

1 PRELIMINARIES
SUB TOTAL FOR ELECTRICAL
2 WORKS
3 PROVISIONAL SUMS
TOTAL
Add 16% VAT
TOTAL FOR ELECTRICALWORKS(KSH)
AMOUNT IN WORDS: ksh

Contractors Name
Address
Signature
Date
Witnes name
Address
Signature

Date

OFFICIAL USE

SECTION V111

STANDARD FORMS

SECTION VII1

STANDARD FORMS
(i)
(ii)
(iii)
(iv)
(v)
(vi)
(vii)
(viii)
(ix)
(xi)
(x)
(xi)
(xii)
(xiii)
(xv)
(xvi)
(xvii)
(xviii)
(xix)
(xx)
(xxi)
(xxii)

Form of Invitation for Tenders
Form of Tender
Appendix to Form of Tender
Letter of Acceptance
Form of Agreement
Form of Tender Security
Performance Bank Guarantee (unconditional)
Bank Guarantee for Advance Payment
Tender Questionnaire
Confidential Business Questionnaire
Statement of Foreign Currency Requirement
Schedule of Materials;- Basic Prices
Schedule of Labour;- Basic Prices
Schedule of Plant and Equipment
Details of Sub-Contractors
Certificate of Tenderer’s Site visit
Form of Written Power of Attorney
Key Personnel
Completed Civil Works
Schedule of Ongoing Projects
Other Supplementary Information
Request for Review Form

FORM OF INVITATION FOR TENDERS
_______________________ [date]

To:

_____________________________________ [name of Contractor]
_____________________________________ [address]
_____________________________________
_____________________________________

Dear Sirs:
Reference: _________________________________________ [Contract Name]
You have been prequalified to tender for the above project.
We hereby invite you and other prequalified tenderers to submit a tender for the execution andcompletion of the
above Contract.
A complete set of tender documents may be purchased by you from _________________________
[mailing address, cable/telex/facsimile numbers].
Upon payment of a non-refundable fee of Kshs __________________
All tenders must be accompanied by ________________number of copies of the same and asecurity in the form
and amount specified in the tendering documents, and must be delivered to
____________________________________________________________________
[Address and location]
at or before _______________________ (time and date). Tenders will be opened immediatelythereafter, in the
presence of tenderers’ representatives who choose to attend.
Please confirm receipt of this letter immediately in writing by cable/facsimile or telex.
Yours faithfully,

_____________________________________ Authorised Signature
_____________________________________ Name and Title

FORM OF TENDER
TO: __________________________ [Name of Employer) ____________[Date]
__________________________ [Name of Contract]
Dear Sir,

1.

In accordance with the Conditions of Contract, Specifications, Drawings and Bills of Quantities for the
execution of the above named Works, we, the undersigned offer to construct, install and complete such
Works and remedy any defects therein for the sum of
Kshs._____________________________ [Amount in figures] Kenya
Shillings___________________________________________________________________
________________________ [Amount in words]

2.

We undertake, if our tender is accepted, to commence the Works as soon as is reasonably possible after
the receipt of the Project Manager’s notice to commence, and to complete the whole of the Works
comprised in the Contract within the time stated in the Appendix to Conditions of Contract.

3.

We agree to abide by this tender until ___________________ [Insert date], and it shall remain binding
upon us and may be accepted at any time before that date.

4.

Unless and until a formal Agreement is prepared and executed this tender together with your written
acceptance thereof, shall constitute a binding Contract between us.

5.

We understand that you are not bound to accept the lowest or any tender you may receive.
Dated this ____________________ day of _______20________________
Signature __________________in the capacity of___________________
duly authorized to sign tenders for and on behalf of
_____________________________________________ [Name ofEmployer]
of___________________________________________ [Address of Employer]
Witness; Name______________________________________
Address_____________________________________
Signature___________________________________
Date_______________________________________

APPENDIX TO FORM OF TENDER
(This appendix forms part of the tender)

CONDITIONS OF CONTRACT
Tender Security (Bank Guarantee only)
Amount of Performance Security
(Unconditional Bank Guarantee)

CLAUSE

Program to be submitted

14.1

Cash flow estimate to be submitted

14.3

Minimum amount of Third Party
Insurance
Period for commencement, from the
Engineer’s order to commence
Time for completion
Amount of liquidated damages
Limit of liquidated damages
Defect Liability period
Percentage of Retention
Limit of Retention Money
Minimum amount of interim certificates

23.2

Not later than ___ days after issuance of Order
to Commence
Not later than ___ days after issuance of Order
to Commence
Kshs.

41.1

______ days

43.1
47.1
47.1
49.1
60.5
60.5
60.2

…………………………
Kshs.
per day
___% of Contract Value
Months
___ of Interim Payment Certificate
___ % of Contract Price
Contract value/Time for completion in months

Time within which payment to be made
after
Interim Payment Certificate signed by
Engineer
Time within which payment to be made
after
Final Payment Certificate signed by
Engineer
Appointer of Arbitrator

60.8

_______days

60.8

_________ days

67(3)

Chief Justice of The Republic of Kenya

10.1

AMOUNT
Kshs
___ percent of Tender Sum in the form of
Unconditional Bank Guarantee

Notice to Employer and Engineer

68.2

The Employers address is:
Chief Officer,Department of Health services,
……, P.O.Box …11200…
NYERI
The Engineer’s address is:
County Electrical Engineer (……),
Department of TPWI&Energy …,
P.O.Box……372
Nyeri

Signature of Tender…………………………………Date……………………

LETTER OF ACCEPTANCE
[Letterhead paper of the Employer]

_______________________ [date]
To: _______________________

[Name of the Contractor]
_____________________
[Address of the Contractor]
Dear Sir,
This is to notify you that your Tender dated ___________________________ for the
execution of ________________________________________________
[Name of the Contract and identification number, as given in the Tender documents] for the Contract
Price of Kshs. __________________________ [amount in figures]Kenya
Shillings______________________________ (amount in words)] in accordance with the
Instructions to Tenderers is hereby accepted.
You are hereby instructed to proceed with the execution of the said Works in accordance with the Contract
documents.
Authorized Signature …………………………………………………………………
Name and Title of Signatory …………………………………………………………
Attachment: Agreement

FORM OF AGREEMENT
THIS AGREEMENT, made the _________________ day of ________ 20 ______
between________________________________________________of[or whose registered office is situated
at]__________________________________________
(Hereinafter called “the Employer”) of the one part AND
________________________________________________________of [or whose registered office is situated at]
_________________________________________ (hereinafter called “the Contractor”) of the other part.
WHEREAS THE Employer is desirous that the Contractor executes
________________________________________________________________________
(Name and identification number of Contract)(Hereinafter called “the Works”) located
at______________________________ [Place/location of theWorks] and the Employer has accepted the tender
submitted by the Contractor for the execution and completion of such Works and the remedying of any defects
therein for the Contract Price of Kshs___________________________ [Amount in figures], Kenya
Shillings_____________________________________________ [Amount inwords].
NOW THIS AGREEMENT WITNESSETH as follows:
1.
In this Agreement, words and expressions shall have the same meanings as are respectively assigned to
them in the Conditions of Contract hereinafter referred to.
2.
The following documents shall be deemed to form and shall be read and construed as part of this
Agreement i.e.
(i)
Letter of Acceptance
(ii)
Form of Tender
(iii)
Conditions of Contract Part I
(iv)
Conditions of Contract Part II and Appendix to Conditions of Contract
(v)
Specifications
(vi)
Drawings
(vii) Priced Bills of Quantities
3.
In consideration of the payments to be made by the Employer to the Contractor as hereinafter mentioned,
the Contractor hereby covenants with the Employer to execute and complete the Works and remedy any
defects therein in conformity in all respects with the provisions of the Contract
4.
The Employer hereby covenants to pay the Contractor in consideration of the execution and completion of
the Works and the remedying of defects therein, the Contract Price or such other sum as may become
payable under the provisions of the Contract at the times and in the manner prescribed by the Contract.
IN WITNESS whereof the parties thereto have caused this Agreement to be executed the day and year first before
written.
The common Seal of _________________________________________________
Was hereunto affixed in the presence of ________________________________
Signed Sealed, and Delivered by the said ______________________________
Binding Signature of Employer ________________________________________
Binding Signature of Contractor _______________________________________
In the presence of
(i) Name_______________________________________
Address_____________________________________
Signature___________________________________
[ii] Name _______________________________________
Address________________________________
Signature____________________________________

FORM OF TENDER SECURITY
WHEREAS ……………………………………….. (Hereinafter called “the Tenderer”) has submitted his tender
dated ………………………… for the construction of
………………………………………………………………………
…………………… (Name of Contract)
KNOW ALL PEOPLE by these presents that WE ……………………… having our registered office at
………………(hereinafter called “the Bank”), are bound unto ……………………………(hereinafter called “the
Employer”) in the sum of
Kshs...……….. for which payment well and truly to be made to the said Employer, the Bank binds itself, its
successors and assigns by these presents sealed with the Common Seal of the said Bank this ……………. Day of
………20…………
THE CONDITIONS of this obligation are:

1.

If after tender opening the tenderer withdraws his tender during the period of tender validity specified in
the instructions to tenderers
Or

2.

If the tenderer, having been notified of the acceptance of his tender by the Employer during the period of
tender validity:

(a)
(b)
(c)

fails or refuses to execute the form of Agreement in accordance with the Instructions to
Tenderers, if required; or
fails or refuses to furnish the Performance Security, in accordance with the Instructions to
Tenderers;
rejects a correction of an arithmetic error in the tender.

We undertake to pay to the Employer up to the above amount upon receipt of his first written demand,
without the Employer having to substantiate his demand, provided that in his demand the Employer will
note that the amount claimed by him is due to him, owing to the occurrence of one or both of the two
conditions, specifying the occurred condition or conditions.
This guarantee will remain in force up to and including thirty (30) days after the period of tender validity,
and any demand in respect thereof should reach the Bank not later than the said date.
___________________________
______________________________
[Date [
[signature of the Bank]
___________________________
[Witness]

______________________________
[Seal]

(Amend accordingly if provided by Insurance Company)

PERFORMANCE BANK GUARANTEE (UNCONDITIONAL)

To: _________________________ (Name of Employer)
__________________________ (Address of Employer)

___________ (Date)

Dear Sir,
WHEREAS ______________________ (hereinafter called “the Contractor”) has undertaken, in pursuance of
Contract No. _____________ dated _________ to execute _______________
(Hereinafter called “the Works”);
AND WHEREAS it has been stipulated by you in the said Contract that the Contractor shall furnish you with a
Bank Guarantee by a recognised bank for the sum specified therein as security for compliance with his obligations
in accordance with the Contract;
AND WHEREAS we have agreed to give the Contractor such a Bank Guarantee:
NOW THEREFORE we hereby affirm that we are the Guarantor and responsible to you, on behalf of the
Contractor, up to a total of Kshs. ________________ (amount of Guarantee in figures) Kenya
Shillings__________________________________________ (amount of Guarantee in words), and we undertake to
pay you, upon your first written demand and without cavil or argument, any sum or sums within the limits of Kenya
Shillings _________________________ (amount ofGuarantee in words) as aforesaid without your needing to
prove or to show grounds or reasons for your demand for the sum specified therein.
We hereby waive the necessity of your demanding the said debt from the Contractor before presenting us with the
demand.
We further agree that no change, addition or other modification of the terms of the Contract or of the Works to be
performed thereunder or of any of the Contract documents which may be made between you and the Contractor
shall in any way release us from any liability under this Guarantee, and we hereby waive notice of any change,
addition, or modification.
This guarantee shall be valid until the date of issue of the Certificate of Completion.
SIGNATURE AND SEAL OF THE GUARANTOR ___________________
Name of Bank ____________________________________________
Address ________________________________________________
Date ______________________________________________________
(Amend accordingly if provided by Insurance Company

BANK GUARANTEE FOR ADVANCE PAYMENT
To:

Gentlemen,
Ref:

________________________ [name of Employer] ___________ (Date)
___________________ [address of Employer]
_______________________________________________ [name of Contract]

In accordance with the provisions of the Conditions of Contract of the above-mentioned Contract,
We,_______________________________________[name and Address of Contractor] (hereinafter called “the
Contractor”) shall deposit with _______________________________[name of Employer] a bank guarantee to
guarantee his proper and faithful performance under the said Contract in an amount of
Kshs._____________[amount of Guarantee in figurers] Kenya
Shillings_____________________________________[amount of Guarantee in words].
We, ________________[bank or financial institution], as instructed by the Contractor, agree unconditionally and
irrevocably to guarantee as primary obligator and not as Surety merely, the payment to
___________________________[name of Employer] on his first demand without whatsoever right of objection on
our part and without his first claim to the Contractor, in the amount not exceeding
Kshs________________________[amount of Guarantee in figures] Kenya Shillings
_____________________________________________________________[amount of Guarantee in words], such
amount to be reduced periodically by the amounts recovered by you from the proceeds of the Contract.
We further agree that no change or addition to or other modification of the terms of the Contract or of the Works to
be performed thereunder or of any of the Contract documents which may be made between
________________________ [name of Employer] and the Contractor, shall in any way release us from any liability
under this guarantee, and we hereby waive notice of any such change, addition or modification.
No drawing may be made by you under this guarantee until we have received notice in writing from you that an
advance payment of the amount listed above has been paid to the Contractor pursuant to the Contract.
This guarantee shall remain valid and in full effect from the date of the advance payment under the Contract until
____________________________________ (name of Employer) receives full payment of the same amount from
the Contract.
Yours faithfully,
Signature and Seal __________________________________________________
Name of the Bank or financial institution ______________________________
Address ______________________________________________________________
Date _________________________________________________________________
Witness:
Name: ____________________________________________________
Address: __________________________________________________
Signature: ________________________________________________
Date: _____________________________________________________

TENDER QUESTIONNAIRE
Please fill in block letters.

1.

Full names of tenderer
………………………………………………………………………………………

2.

Full address of tenderer to which tender correspondence is to be sent (unless an agent has been appointed
below)
………………………………………………………………………………………

3.

Telephone number (s) of tenderer
………………………………………………………………………………………

4.

Telex address of tenderer
………………………………………………………………………………………

5.

Name of tenderer’s representative to be contacted on matters of the tender during the tender period
………………………………………………………………………………………

6.

Details of tenderer’s nominated agent (if any) to receive tender notices. This is essential if the tenderer
does not have his registered address in Kenya (name, address, telephone, telex)
………………………………………………………………………………………
………………………………………………………………………………………
_______________________
Signature of Tenderer
Make copy and deliver to :_____________________( Name of Employer)

DECLARATION FORM
Date
To

The tenderer i.e. (name and address)
declare the following:

a) Has not been debarred from participating in public procurement.
b) Has not been involved in and will not be involved in corrupt and fraudulent practices
regarding public procurement.

Title

Signature

(To be signed by authorized representative and officially stamped)

Date

CONFIDENTIAL BUSINESS QUESTIONNAIRE

You are requested to give the particulars indicated in Part 1 and either Part 2 (a), 2 (b) or 2 (c)
and 2 (d) whichever applies to your type of business.
You are advised that it is a serious offence to give false information on this Form.
Part 1 – General
Business Name ………………………………………………………………………
Location of business premises;

Country/Town……………………….

Plot No……………………………………… Street/Road …………………………
Postal Address……………………………… Tel No………………………………..
Nature of Business…………………………………………………………………..
Current Trade License No…………………… Expiring date…………………
Maximum value of business which you can handle at any time: K. pound………………………..
Name of your bankers………………………………………………………………
Branch…………………………………………………………………………………
Part 2 (a) – Sole Proprietor
Your name in full…………………………………… Age…………………………
Nationality………………………………… Country of Origin…………………
*Citizenship details …………………………………………………………………

Part 2 (b) – Partnership
Give details of partners as follows:
Name in full
Nationality
Citizenship Details
Shares
1……………………………………………………………………………………
2……………………………………………………………………………………
3……………………………………………………………………………………

Part 2(c) – Registered Company:
Private or public……………………………………………………………
State the nominal and issued capital of the CompanyNominal Kshs…………………………………………………………………
Issued Kshs……………………………………………………………………
Give details of all directors as follows:
Name in full.

Nationality.

Citizenship Details*. Shares.

1.
………………………………………………………………………………………
2.
………………………………………………………………………………………
3.
………………………………………………………………………………………
4.
………………………………………………………………………………………
Part 2(d) – Interest in the Firm:
Is there any person / persons in …………… ……… (Name of Employer) who has interest in this firm?
Yes/No……………………… (Delete as necessary)
I certify that the information given above is correct.
………………………
(Title)

* Attach proof of citizenship

………………………
(Signature)

…………………
(Date)

STATEMENT OF FOREIGN CURRENCY REQUIREMENTS
(See Clause 60[5] of the Conditions of Contract)
In the event of our Tender for the execution of____________________
__________________________ (name of Contract) being accepted, we would require
in accordance with Clause 21 of the Conditions of Contract, which is attached
hereto, the following percentage:
(Figures)………………………… (Words)…………………………………
of the Contract Sum, (Less Fluctuations) to be paid in foreign currency.
Currency in which foreign exchange element is required:
………………………………………………………………………………………
Date: The ………… Day of …………….. 20…………….
Enter 0% (zero percent) if no payment will be made in foreign currency.
Maximum
foreign
currency
requirement
_____________ (percent) of the Contract Sum, less Fluctuations.

shall

_____________________
(Signature of Tenderer)

be

SCHEDULE OF MATERIALS;-BASIC PRICES
(Ref: Clause 70 of Conditions of Contract)

TECHNICAL SCHEDULE OF ITEMS TO BE SUPPLIED
(To be completed by Tenderer)
ITEM

DESCRIPTION

1.

Lighting switches

2.

Twin Plastic molded Socket outlets

3.

Lighting fittings;1200mm, 40W LED

4.

1500mm, 58W single bare batten LED fluorescent fitting

5.

Bulkhead fitting with aluminum alloy body and polycarbonate diffuser forPintype/screw type LED lamps

6.
7.

TYPE/MAKE

COUNTRY OF
ORIGIN

100W Spherical Screw-neck fitting
1200mm, 2 x 36W Twin bare batten LED fluorescent
fitting

8.

250W, post Lantern fitting

9

Smoke Detector

10

Addressable smoke detector base

I certify that the above information is correct.
……………………………
…………………………
(Title)
(Signature)

……………………
(Date)

The prices inserted above shall be those prevailing 30 days before the submission of Tenders
and shall be quoted in Kenya Shillings using the exchange rates specified in the Appendix to
Form of Tender.
Prices of imported materials to be quoted CIF Mombasa or Nairobi as appropriate depending
on whether materials are imported by the tenderer directly or through a local agent.
Transportation costs for imported materials to be quoted from Mombasa or Nairobi as
appropriate to _______________ (Contract Site) depending on whether materials are imported
directly by the tenderer or through a local agent.

LETTER OF NOTIFICATION OFAWARD
Address of Procuring Entity
_____________________
_____________________
To:

RE: Tender No.
Tender Name
This is to notify that the contract/s stated below under the above mentioned tender have been awarded to you.

1. Please acknowledge receipt of this letter of notification signifying your acceptance.
2. The contract/contracts shall be signed by the parties within 30 days of the date of this letter but not earlier
than 14 days from the date of the letter.

3. You may contact the officer(s) whose particulars appear below on the subject matter of this letter of
notification of award.
(FULL PARTICULARS)

SIGNED FOR ACCOUNTING OFFICER

FORM RB 1
REPUBLIC OF KENYA
PUBLIC PROCUREMENT ADMINISTRATIVE REVIEW BOARD
APPLICATION NO…………….OF……….….20……...
BETWEEN
…………………………………………….APPLICANT
AND
…………………………………RESPONDENT (Procuring Entity)
Request for review of the decision of the…………… (Name of the Procuring Entity) of ……………dated
the…day of ………….20……….in the matter of Tender No………..…of …………..20…

REQUEST FOR REVIEW

I/We……………………………,the above named Applicant(s), of address: Physical
address…………….Fax
No……Tel. No……..Email ……………, hereby request the Public Procurement Administrative Review
Board to review the whole/part of the above mentioned decision on the following grounds , namely:1.
2.
et
c.
By this memorandum, the Applicant requests the Board for an order/orders that: 1.
2
e
t
c
SIGNED ………………. (Applicant)
Dated on…………….day of ……………/…20…

FOR OFFICIAL USE ONLY
Lodged with the Secretary Public Procurement Administrative Review Board on ………… day of
………....20….………

SIGNED
Board Secretary

